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STARRETT PRECISION SERVICE TOOLS 
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STARRETT 

ONE INCH MICROMETERS 


STARRETT 1% to 2% INCH 
CRANKSHAFT MICROMETERS 


Satin Chrome finish—no glare, 
resists rust. Balanced design- 
perfect balance. Hi-Micro fin¬ 
ish on anvil and spindle faces. 
One-piece extra rigid spindle. 
Hardened threads — ground 
from the solid. Rigid one- 
piece frame—drop forged steel. 
Quick reading figures—every thousandth numbered. 

With 


No. 


Price 

Case 

Range 0 to 1 Inch—Graduation Thousandths of an Inch 

230P 

Without Ratchet Stop, no Lock 




Nut . 

$17.10 

$19.65 

230R 

With Ratchet Stop, no Lock 




Nut . 

18.10 

20.65 

230L 

Without Ratchet Stop, with 




Lock Nut . 

18.35 

20.90 

230RL 

With Ratchet Stop and Lock 




Nut . 

19.35 

21.90 

230F 

With Friction Thimble, no 




Lock Nut . 

18.10 

20.65 

230FL 

With Friction Thimble and 




Lock Nut . 

19.35 

21.90 

Range 0 to 1 Inch—Graduation Ten-Thousandths of 

an Inch 

T230P 

Without Ratchet Stop, no Lock 




Nut . 

19.60 

22.15 

T230R 

With Ratchet Stop, no Lock 




Nut . 

20.60 

23.15 

T230L 

Without Ratchet Stop, with 




Lock Nut . 

20.85 

23.40 

T230RL 

With Ratchet Stop and Lock 




Nut . 

21.85 

24.40 

T230F 

With Friction Thimble, no 




Lock Nut . 

20.60 

23.15 

T230FL 

With Friction Thimble and 




Lock Nut . 

21.85 

24.40 

Extra for Carbide Faces. Specify “X” after 



Catalog No. 

1.50 

1.50 


Packed One in a Box. 



STARRETT 0 to ONE INCH 
HI - PRECISION MICROMETER 



Speeds up measurements at 
top accuracy—eliminates “feel” 
—gives gagemaker skill to ev¬ 
ery mechanic. Provides instant 
direct readings in ten-thous¬ 
andths of an inch—no Vernier 
readings necessary. Gives con¬ 
sistent spindle pressure for all 
readings. Automatically insures the right measurement every 
time. Satin Chrome Finish—no glare, resists rust. Hi-Micro 
finish on anvil and spindle faces. One-piece extra rigid spindle. 
Hardened threads—ground from the solid. 


No. 


With 
Price Case 


Range 0 to 1 Inch—Graduation Ten-Thousandths of an Inch 
T221L With Lock Nut $33.95 $36.50 

Extra for Carbide Faces. Specify “X” after 

Catalog No. 1.50 1.50 

Packed One in a Box. 



Designed for automotive work 
and crankshaft measuring. The 
reading point is on the under 
side of the thimble, plainly visi¬ 
ble while measuring. Sturdy, 
smooth, black enameled frame. 
Satin Chrome finish on sleeve 
and thimble—no glare, resists rust. Hi-Micro finish on anvil 
and spindle faces. One piece extra-rigid spindle. Hardened 
threads—ground from the solid. Rigid one-piece frame- 
drop forged steel. Quick reading figures—every thousandth 
numbered. 

With 

No. Price Case 

Range l 7 /s to 2~/$ Inches—Grad. Thousandths of an Inch 
436RL With Ratchet Stop, Lock Nut 

and Standard $20.10 $23.15 

Extra for Carbide Faces. Specify “X” after 

Catalog No. 1.50 1.50 

Packed One in a Box. 



STARRETT ONE AND TWO INCH 
MUL-T-ANVIL MICROMETERS 

An Indispensable Tool for Every Tool and Die Maker, 
and Every Inspector 

Interchangeable anvils—permit 
quick accurate measurement 
of tubing, cylindrical walls, 
from a hole or slot to an edge, 
and in many hard-to-reach 
fc&l locations. Two anvils fur¬ 

nished—rod anvil approx. .120" 
diameter and flat anvil approx. .125" and .060" thick. Anvils 
rigidly held in vise type frame and quickly interchanged by 
single lock screw adjustment. Accommodates other special 
anvils up to 2f 6 " thick for wide range of miscellaneous work. 
Can be used as height gage by removing vise jaw. Satin Chrome 
Finish—no, glare, resists rust. One-piece extra-rigid spindle. 
Hardened threads—ground from the solid. 

With 

No. Price Case 

Range 0 to 1 Inch—Graduation Thousandths of an Inch 


220P Without Ratchet Stop, no 



Lock Nut . 

$26.75 

$29.30 

220L 

Without Ratchet Stop, with 
Lock Nut . 

28.00 

30.55 

220RL 

With Ratchet Stop and Lock 

Nut . 

29.00 

31.55 

220FL 

With Friction Thimble and 

Lock Nut. 

29.00 

31.55 

Range 

1 to 2 Inches—Graduation Thousandths of 

an Inch 

220P 

Without Ratchet Stop, no 

Lock Nut . 

31.75 

35.00 

220L 

Without Ratchet Stop, with 

Lock Nut . 

33.00 

36.25 

220RL 

With Ratchet Stop and Lock 
Nut . 

34.00 

37.25 

220FL 

With Friction Thimble and 

Lock Nut 

34.00 

37.25 


Packed One in a Box. 
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No. 


STARRETT 0 to V 2 INCH 
AND 0 to 1 INCH 
MICROMETERS WITH ROUNDED 
ANVIL 


Three Starrett micrometers for 
measuring wall thickness of 
bearings, tubing, sleeves, col¬ 
lars, rings, cylinders and from 
a hole to an edge. All three 
have rounded anvils. No. 211 
has black enameled frame and 
No. 576 and No. 577 have Satin 
Chrome frames. Satin Chrome 
finish on sleeves and thimbles, 
Hi-Micro spindle faces, hard¬ 
ened spindles with threads 
ground from solid, etc. 


With 
Price Case 

Range 0 to V 2 Inch—Graduation Thousandths of an Inch 

576R With Ratchet Stop, No Lock 

Nut $20.90 $23.20 

Range 0 to 1 Inch—Graduation Thousandths of an Inch 

21 IP Without Ratchet Stop, No 

Lock Nut . 15.50 

577P Without Ratchet Stop, No 

Lock Nut . 19.90 

Packed One in a Box. 


STARRETT 

0 to 24 INCH MICROMETERS 

i Perforated frame—interchange¬ 
able anvils—frames up to 6 
inches finished in smooth black 
enamel; larger sizes have wrin¬ 
kled finish. Satin Chrome finish 
on sleeve and thimble—no glare, 
resists rust. Hi-Micro finish on 
spindle face—anvil faces lapped. 
One-piece extra-rigid spindle. 
Hardened threads—ground from the solid. Rugged steel 
frame—ribbed for extra strength and rigidity. Quick reading 
figures—every thousandth numbered. 

Price With Case 

No. With Stds. 

Range 0 to 4 Inches—Grad. Thousandths of an Inch 
224AA-RL With Ratchet Stop and Lock Nut $40.80 

Range 2 to 6 Inches—Grad. Thousandths of an Inch 
224A-RL With Ratchet Stop and Lock Nut 47.15 

Range 6 to 9 Inches—Grad. Thousandths of an Inch 
224B-RL With Ratchet Stop and Lock Nut 55.60 

Range 6 to 12 Inches—Grad. Thousandths of an Inch 
224G-RL With Ratchet Stop and Lock Nut 92.30 

Range 9 to 12 Inches—Grad. Thousandths of an Inch 
224C-RL With Ratchet Stop and Lock Nut 63.70 

Range 12 to 16 Inches—Grad. Thousandths of an Inch 
224D-RL With Ratchet Stop and Lock Nut 79.50 

Range 16 lo 20 Inches—Grad. Thousandths of an Inch 
224E-RL With Ratchet Stop and Lock Nut 97.25 

Range 20 to 24 Inches—Grad. Thousandths of an Inch 
224J-RL With Ratchet Stop and Lock Nut 118.50 

Packed One in a Box. 



STARRETT 

0 to 24 INCH MICROMETERS 



Black enameled frames. (Smooth black enamel up to 6"; larger 
sizes black wrinkled finish). Satin Chrome finish on sleeve and 
thimble—no glare, resists rust. Hi-Micro finish on anvil and 
spindle faces. One-piece extra rigid spindle. Hardened threads 
—ground from the solid. Rigid steel frame—ribbed for extra 
strength. Quick reading figures—every thousandth numbered. 

Wood Leather 

No.* Price Standard Case Case 

Thousandths of an Inch 

— $ 2.55 

— 2.55 


Range 0 to 1 Inch—Grad. 
436P $13.45 


436R 

436L 


14.45 

14.70 


2.55 


436RL 

15.70 

— 

— 2.55 

436F 

14.45 

— 

— 2.55 

436FL 

15.70 

— 

— 2.55 

Range 

1 to 2 Inches- 

—Grad. Thousandths of an Inch 

436P 

15.00 

$ 2.05 

— 3.05 

436R 

16.00 

2.05 

— 3.05 

436L 

16.25 

2.05 

— 3.05 

436RL 

17.25 

2.05 

— 3.05 

436F 

16.00 

2.05 

— 3.05 

436FL 

17.25 

2.05 

— 3.05 


18.05 

Range 2 

to 3 Inches—Grad. Thousandths of an 

Inch 

436P 

16.50 

2.05 

$ 3.30 

4.60 

22.45 

436R 

17.50 

2.05 

3.30 

4.60 

436L 

17.75 

2.05 

3.30 

4.60 


436RL 

18.75 

2.05 

3.30 

4.60 


436F 

17.50 

2.05 

3.30 

4.60 


436FL 

18.75 

2.05 

3.30 

4.60 


Range 3 
436P 
436L 
436RL 
436FL 


to 4 Inches—Grad 
18.00 2. 

19.25 2. 

20.25 2. 

20.25 2. 


. Thousandths of an Inch 

55 4.35 5.35 

55 4.35 5.35 

55 4.35 5.35 

55 4.35 5.35 


Range 
436P 
436L 
436RL 
436FL 
Range 
436P 
436L 
436RL 
436FL 
Range 
436P 
436L 
436RL 
436FL 


4 to 5 Inches—Grad. Thousandths of an Inch 

19.60 3.05 4.85 6.10 

20.85 3.05 4.85 6.10 

21.85 3.05 4.85 6.10 

21.85 3.05 4.85 6.10 


5 to 6 Inches—Grad. Thousandths of an Inch 

21.10 3.55 5.60 7.40 

22.35 3.55 5.60 7.40 

23.35 3.55 5.60 7.40 

23.35 3.55 5.60 7.40 

6 to 7 Inches—Grad. Thousandths of an Inch 

23.40 4.10 6.10 — 

24.65 4.10 6.10 — 

25.65 4.10 6.10 — 

25.65 4.10 6.10 — 


Range 7 

to 8 Inches—Grad. Thousandths of an Inch 

436P 

24.95 

4.60 

6.65 — 

436L 

26.20 

4.60 

6.65 — 

436RL 

27.20 

4.60 

6.65 — 

436FL 

27.20 

4.60 

6.65 — 


Range 

8 to 9 Inches— 

—Grad. Thousandths of an Inch 

436P 

26.45 

5.10 

7.40 — 

436L 

27.70 

5.10 

7.40 — 

436RL 

28.70 

5.10 

7.40 — 

436FL 

28.70 

5.10 

7.40 — 


Range 9 

to 10 Inches—Grad. 

Thousandths of an Inch 

436P 

28.00 

5.60 

8.40 — 

436L 

29.25 

5.60 

8.40 — 

436RL 

30.25 

5.60 

8.40 — 

436FL 

30.25 

5.60 

8.40 — 


Continued on next page 
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STARRETT 0 to 24 INCH 
MICROMETERS (cont.) 







Wood 

Leather 



Wood 


Leather 

No.* 



Price 

Standard 

Case 

Case 

No.* 


Price Standard Case 


Case 

Range 10 

to 

11 Inches- 

—Grad. Thousandths of 

an Inch 

Range 6 to 

7 

Inches—Grad. Ten-Thousandths 

of 

an Inch 

436P 



29.55 

6.10 

9.70 

— 

T436P 


25.90 4.10 6.10 


— 

436L 



30.80 

6.10 

9.70 

— 

T436RL 


28.15 4.10 6.10 


— 

436RL 



31.80 

6.10 

9.70 

— 

T436FL 


28.15 4.10 6.10 


— 

436FL 



31.80 

6.10 

9.70 

— 

Range 7 to 

8 

Inches—Grad. Ten-Thousandths 

of 

an Inch 

Range 11 

to 

12 Inches- 

—Grad. Thousandths of 

an Inch 

T436P 


27.45 4.60 6.65 


— 

436P 



31.05 

6.65 

9.95 

_ 

T436RL 


29.70 4.60 6.65 


— 

436L 



32.30 

6.65 

9.95 

— 

T436FL 


29.70 4.60 6.65 


— 

436RL 



33.30 

6.65 

9.95 

— 

Range 8 to 9 

Inches—Grad. Ten-Thousandths 

of 

an Inch 

436FL 



33.30 

6.65 

9.95 

— 

T436P 


28.95 5.10 7.40 


— 

Range 

12 

to 

13 Inches- 

—Grad. Thousandths of 

an Inch 

T436RL 


31.20 5.10 7.40 


— 

436RL 



49.50 

6.90 

Furn. 

— 

T436FL 


31.20 5.10 7.40 


— 

436FL 



49.50 

6.90 

Furn. 

— 

Range 9 to 

10 Inches—Grad. Ten-Thousandths of 

an Inch 

Range 

13 

to 

14 Inches- 

—Grad. Thousandths of 

an Inch 

T436P 


30.50 5.60 8.40 


— 

436RL 



53.50 

7.65 

Furn. 

_ 

T436RL 


32.75 5.60 8.40 


— 

436FL 



53.50 

7.65 

Furn. 

— 

T436FL 


32.75 5.60 8.40 


— 


Range 14 to 15 Inches—Grad. Thousandths of an Inch 
436RL 58.00 8.15 Furn. — 

436FL 58.00 8.15 Furn. — 

Range 15 to 16 Inches—Grad. Thousandths of an Inch 
436RL 62.00 8.40 Furn. — 

436FL 62.00 8.40 Furn. — 

Range 16 to 17 Inches—Grad. Thousandths of an Inch 
436RL 66.50 8.95 Furn. — 

436FL 66.50 8.95 Furn. — 

Range 17 to 18 Inches—Grad. Thousandths of an Inch 
436RL 70.50 9.95 Furn. — 

436FL 70.50 9.95 Furn. — 

Range 18 to 19 Inches—Grad. Thousandths of an Inch 
436RL 75.00 10.70 Furn. — 

436FL 75.00 10.70 Furn. — 

Range 19 to 20 Inches—Grad. Thousandths of an Inch 
436RL 79.00 11.75 Furn. — 

436FL 79.00 11.75 Furn. — 

Range 20 to 21 Inches—Grad. Thousandths of an Inch 
436RL 82.50 12.50 Furn. — 

436FL 82.50 12.50 Furn. — 

Range 21 to 22 Inches—Grad. Thousandths of an Inch 
436RL 85.50 13.25 Furn. — 

436FL 85.50 13.25 Furn. — 

Range 22 to 23 Inches—Grad. Thousandths of an Inch 
436RL 89.00 14.30 Furn. — 

436FL 89.00 14.30 Furn. — 

Range 23 to 24 Inches—Grad. Thousandths of an Inch 
436RL 92.00 15.30 Furn. — 

436FL 92.00 15.30 Furn. — 


STARRETT 0 to 24 INCH 
MICROMETERS (cont.) 


Range 10 to 11 Inches—Grad. Ten-Thousandths of an Inch 
T436P 32.05 6.10 9.70 — 

T436RL 34.30 6.10 9.70 — 

T436FL 34.30 6.10 9.70 — 

Range 11 to 12 Inches—Grad. Ten-Thousandths of an Inch 
T436P 33.55 6.65 9.95 — 

T436RL 35.80 6.65 9.95 — 

1436FL 35.80 6.65 9.95 — 

Extra for Carbide Faces. Specify “X” after Catalog No. 

1" and 2" sizes . 1.50 

3" and larger sizes . 4.50 

*NOTL: P = Without Ratchet Stop, No Lock Nut. 

L = Without Ratchet Stop, With Lock Nut. 

RL = With Ratchet Stop and Lock Nut. 

FL = With Friction Thimble and Lock Nut. 

Packed One in a Box. 


Range 0 to 1 Inch—Grad. Ten-Thousandths of an Inch 


T436P 



$15.95 

— — 


$ 

2.55 

T436RL 



18.20 

— — 



2.55 

T436FL 



18.20 

— — 



2.55 

Range 1 

to 

2 

Inches— 

-Grad. Ten-Thousandths 

of 

an 

Inch 

T436P 



17.50 

$ 2.05 — 



3.05 

T436RL 



19.75 

2.05 — 



3.05 

T436FL 



19.75 

2.05 — 



3.05 

Range 2 

to 

3 

Inches— 

-Grad. Ten-Thousandths 

of 

an 

Inch 

T436P 



19.00 

2.05 $ 3.30 



4.60 

T436RL 



21.25 

2.05 3.30 



4.60 

T436FL 



21.25 

2.05 3.30 



4.60 

Range 3 

to 

4 

Inches— 

-Grad. Ten-Thousandths 

of 

an 

Inch 

T436P 



20.50 

2.55 4.35 



5.35 

T436RL 



22.75 

2.55 4.35 



5.35 

T436FL 



22.75 

2.55 4.35 



5.35 

Range 4 

to 

5 

Inches— 

-Grad. Ten-Thousandths 

of 

an 

Inch 

T436P 



22.10 

3.05 4.85 



6.10 

T436RL 



24.35 

3.05 4.85 



6.10 

T436FL 



24.35 

3.05 4.85 



6.10 

Range 5 

to 

6 

1uches— 

-Grad. Ten-Thousandths 

of 

an 

Inch 

T436P 



23.60 

3.55 5.60 



7.40 

T436RL 



25.85 

3.55 5.60 



7.40 

T436FL 



25.85 

3.55 5.60 



7.40 


Printed in U.S.A. 
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STARRETT AUTOMOTIVE 

SERVICE SETS 


Every shop doing regrind 
and rebore work, general 
maintenance and repair, 
needs precision tools in¬ 
cluded in these practical 

sets. To keep tools in ex¬ 
cellent condition and ready 
for use, they are furnished 
in special finished wood 

cases at no extra cost. 

Contents Price 

No. 224AA-RL Micrometer 
fin- with Ratchet Stop and $68.30 

case Standards 

No. 452B Cylinder Gage 
with Locking Mechanism 

No. 224A-RL Micrometer 
fin- with Ratchet Stop and 74.65 

case Standards 

No. 452B Cylinder Gage 
with Locking Mechanism 
Packed One Set in a Box. 


No. 

S914 set in 
ished wood 


S915 set in 
ished wood 


AUTOMOTIVE SERVICE SETS 



No. 


In addition to No. S914 and 
No. S915 Automotive Sets, 
sets are available in styles 
No. S916 and No. S917 listed 
below. The No. S916 and 
No. S917 Sets are similar to 
the No. S914 and No. S915 
Sets except that they also 
include a No. 124A Inside 
Micrometer and a No. 172B 
Thickness gage in addition 
to a No. 224 Micrometer and 
No. 452B Cylinder Gage- 
all very handy tools for 
service work. 

Contents Price 


No. 224AA-RL Micrometer 
with Ratchet Stop and 
Standards 

S916 Set in Fin- No.452B Cylinder Gage $93.60 

ished Wood Case with Locking Mechanism 
No. 124A Inside Micrometer 
with Handle 
No. 172B Thickness Gage 


No. 224A-RL Micrometer 
with Ratchet Stop and 
Standards 

S917 Set in Fin- No.452B Cylinder Gage 99.95 

ished Wood Case with Locking Mechanism 
No. 124A Inside Micrometer 
with Handle 

No. 172B Thickness Gage 


Packed One in a Box. 



STARRETT MICROMETER SETS 

IN FINISHED WOOD CASES 



Starrett micrometers in complete sets recommended for 
mechanics, automotive service and machine shops, tool rooms, 
inspection departments wherever a wide range of measure¬ 
ment is required. Cases for sets having 6 to 12 micrometers 
are box type made of oak with hinged covers. Cases to hold 
sets of 3 or 4 micrometers are flat type with hinged covers made 
of select woods. 


No.* No. per Set Price Stds. Case 

Range 0 lo 3 Inches—Grad. Thousandths of an Inch 
S436A-P 3 $51.45 $4.10 Furn. 

S436A-R 3 54.45 4.10 Furn. 

S436A-L 3 55.20 4.10 Furn. 

S436A-RL 3 58.20 4.10 Furn. 

Range 0 to 4 Inches—Grad. Thousandths of an Inch 
S436B-RL 4 80.95 6.65 Furn. 

Range 0 to 6 Inches—Grad. Thousandths of an Inch 
S436C-P 6 119.40 13.25 Furn. 

S436C-L 6 126.90 13.25 Furn. 

S436C-RL 6 132.90 13.25 Furn. 

Range 6 to 12 Inches—Grad. Thousandths of an Inch 
S436D-P 6 194.90 32.15 Furn. 

S436D-L 6 202.40 32.15 Furn. 

S436D-RL 6 208.40 32.15 Furn. 

Range 0 to 12 Inches—Grad. Thousandths of an Inch 
S436E-P 12 303.80 45.40 Furn. 

S436E-L 12 318.80 45.40 Furn. 

S436E-RL 12 330.80 45.40 Furn. 

Range 0 to 3 Inches—Grad. Thousandths of an Inch 
S226A-L 3 61.85 4.10 $6.50 

S226A-RL 3 64.85 4.10 6.50 


Range 0 to 6 Inches—Grad. Thousandths of an Inch 
S226R-L 6 141.30 13.25 15.75 

S226R-RL 6 . 147.30 13.25 15.75 

Price Without Case 

No.* No. per Set With Stds. Without Stds. 

Range 0 to 6 Inches—Grad. Thousandths of an Inch 
S239A-RL 6 $199.75 $182.75 

No.* No. per Set Price with Stds. 

Range 2 lo 24 Inches—Grad. Thousandths of an Inch 
S224K-RL 6 $461.70 

♦NOTE: P = Without Ratchet Stop, No Lock Nut. 

R = With Ratchet Stop, No Lock Nut. 

L = Without Ratchet Stop, With Lock Nut. 

RL = With Ratchet Stop and Lock Nut. 

NOTE: All S436 and S226 Sets available with friction thimble 
micrometers if specified. 

NOTE: All Sets except S224 Sets available at extra cost with 
micrometers graduated in ten-thousandths if specified. 
NOTE: S224 Sets furnished with each micrometer in separate 
case. 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 



STARRETT ONE INCH 
MICROMETERS FOR MEASURING 
ODD FLUTES 

Specifically designed for 
measuring odd-fluted taps, 
milling cutters, reamers, etc. 
Direct reading eliminates 
use of special fixtures. Car¬ 
bide facings on spindle and 
anvil for extra long wear. 
Precision aligned anvils to 
match index of cutter teeth. Hardened, ground-from-the-solid 
spindle threads for accurate reading. No glare Satin Chrome 
Finish. Quick reading—every thousandth numbered. 

With 

No. Price Case 

Range .093 lo 1 Inch—Graduation Thousandths of an Inch 
483XRL For measuring 3 flutes; with 

Ratchet Stop and Lock Nut $85.00 $89.00 

485XRL For measuring 5 flutes; with 

Ratchet Stop and Lock Nut 85.00 89.00 

Extra for graduation in Ten-Thousandths 

of an Inch . 2.50 2.50 

Packed One in a Box. 

STARRETT POCKET SLIDE 
CALIPERS 

j ?. Accurate readings obtained 

directly from two lines on 
stock marked “in” and “out” 
for either inside or outside 
measurements. Two serrated 
thumb pieces on slide for 
easy opening or closing of 
jaws. Knurled clamp screw 


[ ^ ’ 

: ' ! ■ , ■ 

- I =T~ 

r tf 



* 



for easy one- 

-hand locking of 

ana r sets. 





■J 

i 



slide in any position. 

Made 



Micrometer 


Price 

la 

8 



of high grade steel, 

finely 

No. 

Range 

Head No. Rods 

in Case 

finished with machine divided graduations. 



Range 1 *4 

to 40 Inches—Grad. Thousandths of 

an Inch 



Range 

Graduations 


823A 

IK"- 8" 

K" 

5 

$27.30 

No. 

Size 

Outside 

Inside 

Slide 

Stock 

Price 

823B 

IK"—12" 

K" 

8 

32.40 

425 

3" 

0-2 K" 

% "-2K 

" 64ths 

32nds $ 

9.10 

823C 

4" -24" 

1" 

7 

40.30 

425 

5" 

0-3 % " 

K "-4" 

32nds & 

32nds 

10.95 

823D 

4" -32" 

1" 

8 

43.35 





64ths 



823E 

4" -40" 

1" 

10 

50.50 

425 

6" 

0-4 % " 

i/ 4 "-5" 

32nds & 

32nds 

12.25 

823F 

IK "-32" 

K " & 1" 

10 

63.00 





64ths 




Packed One in a Box. 




Case for 3 inch, extra. 
Case for 5 inch, extra. 
Case for 6 inch, extra. 


.80 

1.00 


Packed One in a Box. 


jLg 

No. 

Range 0 
354-6 
P354-6 
354C 


STARRETT 6 INCH 
VERNIER HEIGHT GAGE 

Permits direct readings from base with full 
range of 0 to 6 inches. Direct readings are 
possible because of slotted base and measure¬ 
ments can be made from any plane surface 
without calculations. Measurements are taken 
from lower face of scriber. Vernier plate is 
frizdl a dj usta ble. Scriber is reversible to allow indi¬ 
cators to be attached to opposite end by 
jj | means of a mounting hole. Bottom of base 
jU* | and scriber are hardened and lapped. Bar 
hardened for lasting precision and has 7 inch 
scale with accurate machine divided gradu¬ 
ations. With 

Price Case 

to 6 Inches—Graduation Thousandths of an Inch 

With Attachment . $48.10 $54.10 

Without Attachment 43.00 49.00 

Depth Gage Attach¬ 
ment Only 5.10 

Packed One in a Box. 



STARRETT 

INSIDE MICROMETER CALIPERS 

Designed with caliper type jaws 
that permit quick handy inside 
measurements with micrometer 
accuracy in thousandths of an 
inch. Jaws are hardened and 
ground on a radius for more 
accurate “feel” without cramp¬ 
ing. Furnished with lock screw. 
Satin Chrome finish. 

With 

No. Range Price Case 

Range .200 to 1.200 In.—Grad. Thousandths of an In. 

700A .200"—1.200" . $34.00 $36.50 

Range 1 to 2 In.—Grad. Thousandths of an In. 

700B 1.000"—2.000" . 36.00 38.50 

Packed One in a Box. 


STARRETT TUBULAR INSIDE 
MICROMETERS 

A highly useful tool 
for internal linear 
measurements. Rigid, 
lightweight % inch 
diameter tubular rods, 
attach to either or 
both sides of micro¬ 
meter head for best 
balance, feel and easy 
reading. Each rod 
marked with its length 
and easily adjusted 
for wear. /Micrometer 
heads graduated in 
thousandths of an inch. Patented handle furnished with A, B 



STARRETT INSIDE MICROMETERS 

Four sizes covering a range from 
2 to 32 inches. Desired range 
obtained by assembling meas¬ 
uring rods and lapped gages to 
the micrometer head. Each rod 
has individual length adjust¬ 
ment, hardened and ground con¬ 
tacts, and a shoulder to insure 
accurate seating in micrometer 
head. Rods are solid except for 
No. 124C rods which are tubu¬ 
lar because of longer length. A 
convenient handle can be sup¬ 
plied at additional cost with Nos. 124A, B and D. Micrometer 
heads graduated in thousandths of an inch. 

Micrometer No. 

No. Range Head Rods Price With Case 

Range 2 lo 32 Inches—Graduation Thousandths of an Inch 

124A 2"- 8" 

124B 2"—12" 

124C 8"—32" 

124D 2"—32" 



K" 

6 

$19.40 

$22.20 

K" 

10 

23.45 

27.55 

1" 

4 

36.70 

44.35 

K" & l" 

Com- 

56.10 

64.75 

prises sets 124A & 

: 124C 



>. 124A, B, I) 

Extra 

1.30 


Packed One in a 

Box. 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


STARRETT STEEL RULES 



Starrett Steel Rules are machine divided on specially designed 
graduating machines to match Starrett Master Standards which 
in turn are periodically checked with Government Standards 
at the Bureau of Standards in Washington. 

Made in all types—Spring Tempered, Heavy Spring Tempered, 
Semi-Flexible and Full Flexible-in all styles of graduation in 
sizes from 1 to 72 inches. Also available in no-glare, hard 
wearing multi-plate Satin Chrome Finish, pioneered by Starrett. 


Length 

1" 

No. 

604R* 

607R* 

Graduation 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

No. 7R—16ths, Quick Reading 32nds, 64ths, lOOths 

Width 

(Approx.) 

A" 

Vi" 

Thickness 

(Approx.) 

Yu" 

y«" 

Type 

Spring Tempered 
Spring Tempered 

Price 

SO.75 
.85 


604R* 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

A" 

Yu" 

Spring Tempered 

.80 

2" 

607R* 

No. 7R— 16ths, Quick Reading 32nds, 64ths, lOOths 

Vi" 

Yu" 

Spring Tempered 

.90 


310* 

No. 10—32nds, 64ths one side only 

A" 

Yu" 

Full Flexible 

.80 


604R* 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 


Yu" 

Spring Tempered 

1.05 

3" 

607R* 

No. 7R—16ths, Quick Reading 32nds, 64ths, lOOths 


Yu" 

Spring Tempered 

1.15 


310* 

No. 10—32nds, 64ths one side only 

A" 

YU' 

Full Flexible 

1.05 


604R* 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

A" 

Yu" 

Spring Tempered 

1.30 

ill? 

607R* 

No. 7R—16ths, Quick Reading 32nds, 64ths, lOOths 

A" 

Yu" 

Spring Tempered 

1.40 

4" 

310* 

No. 10—32nds, 64ths one side only 

A" 

Yu" 

Full Flexible 

1.30 


610N* 

No. 10—32nds one side and 64ths on reverse side 

V 

Yu" 

Spring Tempered 

1.15 


6 " 


601* No. l-10ths, 20ths, 50ths, lOOths; 12ths, 24ths, 48ths; 16ths, 

32nds, 64ths; 14ths, 28ths Va" 

602* No. 2—lOths, 20ths, 50ths, lOOths-, 12ths, 24ths, 48ths; 16ths, 

32nds, 64ths; 8ths Va" 

303R* No. 3R—Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading 50ths Vi” 

C303R* No. 3R—Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading 50ths Vi" 

303SR* No. 3R—Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading 50ths Va" 

C303SR* No. 3R—Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading 50ths Va" 


304SRE* No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 

Grad, in 32nds both ends one side %” 

C304SRE*No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 
Grad, in 32nds both ends one side 

604B* No. 4—8ths, 16ths, 32nds and 64ths on beveled edge Va" 

604R* No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

C604R* No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths %" 

604RE* No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 

Grad, in 32nds both ends one side Va" 

C604RE* No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 
Grad in 32nds both ends one side 

1604R* No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

305R* No. 5R—Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading lOOths Vi" 

C305R* No. 5R—Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading lOOths Vi” 

306R* No. 6R, one side only—Quick Reading lOths (.10) top edge, 

50ths (.02) bottom edge Vi" 

C306R* No. 6R, one side only-Quick Reading lOths (.10) top edge, 

50ths (.02) bottom edge Vi” 


306SR* No. 6R, both sides-Quick Reading 50ths (.02) both edges 
one side, lOths (.10) both edges opposite side 
C306SR* No. 6R„ both sides-Quick Reading 50ths (.02) both edges 
one side, lOths (.10) both edges opposite side 

606N* No. 6, both sides,-50ths (.02) bottom edge each side 


Continued on next page 


^4" Spring Tempered 

1.95 

^4" Spring Tempered 

1.95 

%o" Full Flexible 

1.65 

" Satin Chrome— 

Full Flexible 

2.40 

Yso" Semi-Flexible 

1.65 

Satin Chrome— 

Semi-Flexible 

2.40 

%o" Semi-Flexible 

1.85 

%o" Semi-Flexible 

2.60 

Spring Tempered 

YVith One Beveled Edge 

2.55 

%a” Spring Tempered 

1.65 

%a" Satin Chrome- 
Spring Tempered 

2.40 

Spring Tempered 

1.85 

Satin Chrome— 

Spring Tempered 

2.60 

Stainless Steel 

Hardened and Tempered 

2.40 

Full Flexible 

1.75 

3 W* Satin Chrome— 

Full Flexible 

3.00 

3^4" Full Flexible 

1.65 

3 ii" Satin Chrome— 

Full Flexible 

2.40 

y 5 0" Semi-Flexible 

1.65 

Ho" Satin Chrome— 

Semi-Flexible 

2.40 

^ 4 " Narrow Spring 

Tempered 

1.40 


Printed in U.S.A. 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


STARRETT STEEL RULES (cont.) 





Width 

Thickness 



Length 

No. 

Graduation 

(Approx.) 

(Approx.) 

Type 

Price 


C606N* 

No. 6, both sides,—50ths (.02) bottom edge each side 

Xs" 

Xu" 

Satin Chrome—Narrow 
Spring Tempered 

$2.15 


606R* 

No. 6R, both sides—Quick Reading 50ths (.02) both edges 







one side, lOths (.10) both edges opposite side 

A" 

Xu" 

Spring Tempered 

1.65 


C606R* 

No. 6R, both sides—Quick Reading 50ths (.02) both edges 







one side, lOths (.10) both edges opposite side 

A" 

Xu" 

Satin Chrome- 
Spring Tempered 

2.40 


607B* 

No. 7— 16ths, 32nds, 64ths, lOOths on bevel edge 

A" 

Xu" 

Spring Tempered 

With One Beveled Edge 

2.65 


607R* 

No. 7R— 16ths, Quick Reading 32nds, 64ths, lOOths 

A" 

Xu" 

Spring Tempered 

1.75 


C607R* 

No. 7R— 16ths, Quick Reading 32nds, 64ths, lOOths 

A" 

Xu" 

Satin Chrome- 
Spring Tempered 

3.00 


309R* 

No. 9R -16ths and Quick Reading 32nds on one side; Quick 







Reading 64ths on reverse side 

Vi" 

Xu" 

Full Flexible 

1.55 


C309R* 

No. 9R— 16ths and Quick Reading 32nds on one side; Quick 
Reading 64ths on reverse side 

Vi" 

Xu" 

Satin Chrome- 
Full Flexible 

2.30 


1309R* 

No. 9R— 16ths and Quick Reading 32nds on one side; Quick 
Reading 64ths on reverse side 

Vi" 

Xu" 

Stainless Steel 






Full Flexible 

2.40 


310* 

No. 10— 32nds, 64ths one side only 

XX' 

Xu" 

Full Flexible 

1.40 

6" 

C310* 

No. 10— 32nds, 64ths one side only 

Vi" 

Xu" 

Satin Chrome- 
Full Flexible 

2.15 


310R* 

No. 10R— Quick Reading 32nds and 64ths on one side only 

XX' 

Xu" 

Full Flexible 

1.40 


610N* 

No. 10— 32nds one side and 64ths on reverse side 

XX' 

Xu" 

Spring Tempered 

1.40 


C610N* 

No. 10— 32nds one side and 64ths on reverse side 

XX' 

Xu" 

Satin Chrome- 
Spring Tempered 

2.15 


311R* 

No. HR— Quick Reading 64ths, Aircraft Quick Reading 







lOOths one side only 

'A” 

Xu" 

Full Flexible 

1.55 


611N* 

No. 11— 64ths on one side and lOOths on reverse side 

XX' 

Xu" 

Spring Tempered 

1.45 


312* 

No. 12— 50ths, lOOths one side only 

'A" 

Xu" 

Full Flexible 

1.55 


316R* 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 







Reading lOOths 

’A" 

Xu" 

Full Flexible 

1.75 


C316R* 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 
Reading lOOths 

'A" 

Xu" 

Satin Chrome- 
Full Flexible 

3.00 


616R* 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 







Reading lOOths 

A" 

Xu" 

Spring Tempered 

1.75 


C616R* 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 







Reading lOOths 


Xu" 

Satin Chrome- 
Spring Tempered 

3.00 


604R 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

A" 

Xu" 

Spring Tempered 

2.40 

9" 

607R 

No. 7R— 16ths, Quick Reading 32nds, 64ths, lOOths 

A" 

Xu" 

Spring Tempered 

2.55 


610N* 

No. 10— 32nds one side and 64ths on reverse side 

XX’ 

Xu" 

Spring Tempered 

2.20 


601 

No. 1— lOths, 20ths, 50ths, lOOths; 12ths, 24ths, 48ths; 16ths, 







32nds, 64ths; 14ths, 28ths 

1" 

Xu" 

Spring Tempered 

3.30 


602 

No. 2— lOths, 20ths, 50ths, lOOths; 12ths, 24ths, 48ths; 16ths, 







32nds, 64ths; 8ths 

1" 

Xu" 

Spring Tempered 

3.30 


303SR 

No. 3R— Quick Reading lOths, 32nds, 64ths, Aircraft Quick 







Reading 50ths 

1" 

VoO" 

Semi-Flexible 

3.05 


C303SR 

No. 3R— Quick Reading lOths, 32nds, 64ths, Aircraft Quick 
Reading 50ths 

1" 

VoO" 

Satin Chrome— 
Semi-Flexible 

4.80 

12" 

304SRE 

No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 






Grad, in 32nds both ends one side 

1" 

Vao" 

Semi-Flexible 

3.25 


604B 

No. 4—8ths, 16ths, 32nds and 64ths on beveled edge 

1" 

Xu" 

Spring Tempered 

With One Beveled Edge 

4.10 


604R 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

1" 

Xu" 

Spring Tempered 

3.05 


C604R 

No. 4R—8ths, 16ths, Quick Reading 32nds and 64ths 

1" 

Xu" 

Satin Chrome- 
Spring Tempered 

4.80 


604RE 

No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 







Grad, in 32nds both ends one side 

1 " 

Xu" 

Spring Tempered 

3.25 


C604RE 

No. 4RE—8ths, 16ths, Quick Reading 32nds and 64ths; End 







Grad, in 32nds both ends one side 

1 " 

XX’ 

Satin Chrome- 
Spring Tempered 

5.00 


Continued on next page 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


STARRETT STEEL RULES (cont.) 


Lengtn No. 

1604R 

305R* 

C305R* 

306R* 

C306R* 


306SR 


C306SR* 

606N* 

•| 2" 606R 

C606R 


607B 

607R 

C607R 

310* 

C310* 

310R* 

610N* 

311R* 

312* 

316R* 


C316R* 


616R* 

C616R 


Graduation 


Width 

(Approx.) 


No. 4R— 8ths, 16ths, Quick Reading 32nds and 64ths 


No. 5R— Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading lOOths 34" 

No. 5R— Quick Reading lOths, 32nds, 64ths, Aircraft Quick 

Reading lOOths 34" 

No. 6R, one side only-Quick Reading lOths (.10) top edge, 

50ths (.02) bottom edge 34" 

No. 6R, one side only-Quick Reading lOths (.10) top edge, 

50ths (.02) bottom edge 34" 

No. 6R, both sides-Quick Reading 50ths (.02) both edges 

one side, lOths (.10) both edges opposite side 1" 

No. 6R, both sides-Quick Reading 50ths (.02) both edges 

one side, lOths (.10) both edges opposite side 1" 

No. 6, both sides, 50ths (.02) bottom edge each side % 6 " 

No. 6R, both sides-Quick Reading 50ths (.02) both edges 

one side, lOths (.10) both edges opposite side 1" 

No. 6R, both sides-Quick Reading 50ths (.02) both edges 

one side, lOths (.10) both edges opposite side 1" 

No. 7— 16ths, 32nds, 64ths, lOOths on beveled edge 1" 

No. 7R— 16ths, Quick Reading 32nds, 64ths, lOOths 1" 

No. 7R— 16ths, Quick Reading 32nds, 64ths, lOOths 1" 

No. 10— 32nds, 64ths one side only 34" 

No. 10— 32nds, 64ths one side only 34" 

No. 10R— Quick Reading 32nds and 64ths on one side only V 2 " 

No. 10-3 2nds one side and 64ths on reverse side 

No. HR— Quick Reading 64ths, Aircraft Quick Reading 

lOOths one side only 34" 

No. 12— 50ths, lOOths one side only 34" 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 

Reading lOOths 34" 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 

Reading lOOths 34" 


No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 
Reading lOOths 

No. 16R— Quick Reading 32nds, 64ths, 50ths, Aircraft Quick 
Reading lOOths 


YW 

Stainless Steel 

Hardened and Tempered 

$4.60 

YW 

Full Flexible 

3.85 

YU' 

Satin Chrome- 
Full Flexible 

6.10 

YW 

Full Flexible 

3.05 

YW 

Satin Chrome- 
Full Flexible 

4.80 

loO" 

Semi-Flexible 

3.05 

%o" 

Satin Chrome— 
Semi-Flexible 

4.80 

YU’ 

Narrow Spring 

Tempered 

2.70 

YW 

Spring Tempered 

3.05 

YW 

Satin Chrome- 
Spring Tempered 

4.80 

YW 

Spring Tempered 

With One Beveled Edge 

4.25 

YU’ 

YW 

Spring Tempered 

Satin Chrome- 

3.85 

Spring Tempered 

6.10 

YU’ 

Full Flexible 

2.70 

YU’ 

Satin Chrome- 
Full Flexible 

4.45 

YW 

Full Flexible 

2.70 

YW 

Spring Tempered 

2.70 

YU' 

Full Flexible 

2.80 

YW 

Full Flexible 

2.80 

YW 

Full Flexible 

3.85 

YW 

Satin Chrome- 
Full Flexible 

6.10 

YW 

Spring Tempered 

3.85 

YW 

Satin Chrome- 
Spring Tempered 

6.10 


Additional sizes up to 72" available. Write for catalog. 

NOTE: Asterisk (*) indicates rules with single row of inch figures. All rules without asterisk have double row of inch figures. 
NOTE: Additional sizes with regular or Satin Chrome finish available on special order. 

NOTE: Prefix ‘C” designates Satin Chrome Finish. 

Suffix “R” designates Quick Reading graduations. 

Suffix “S” designates Semi-Flexible Type Rule. 

Suffix “E” designates End Graduations also furnished. 

Suffix “N” designates Narrow Type Rule. 

Packed: 1 to 12 inch. Six in a Box; 18 to 72 inch, One in a Package. 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


STARRETT 

COMBINATION SQUARES 

WITH SQUARE HEAD ONLY 

An indispensable tool for all 
mechanics. Accurate machine 
divided tempered steel blade 
with sliding square head. 
Head has patented, reversible 
lock bolt permitting revers¬ 
ing blade without removing 
bolt or nut, precision ground faces and accurate spirit level 
(except 4".) 


No. Size Price 

CAST HEADS 
No. 4 Graduation* 

11H 4" $ 5.25 

11H 6" 5.50 

11H 9" 7.25 

11H 18" 10.65 

11H 24" 12.70 

No. 4 or No. 7 Graduation* 

1111 12" 8.25 

Quick Reading—No. 6R Graduation* 

11H 4" 5.85 

Quick Reading—No. 6R or No. 16R Graduation* 

11H 6" 6.10 

Quick Reading—No. 4R, No. 6R, No. 7R or No. 16R Grad.* 
11H 12" 9.25 

11H 18" 12.15 

11H 24" 14.70 

DROP FORGED HEADS 
No. 4 Graduation* 

33H 4" 7.25 

3311 6" 7.70 

33H 18" 12.50 

33H 24" 14.55 

No. 4 or No. 7 Graduation* 

33H 12" . ■ • 10.10 

Quick Reading—No. 6R Graduation* 

33H 4" 7.85 

Quick Reading—No. 6R or No. 16R Graduation* 

33H 6" 8.30 

Quick Reading—No. 4R, No. 6R, No. 7R or No. 16R Grad.* 
33H 12" H.10 

33H 18" 14.00 

33H 24" 16.55 

*NOTE: No. 4 Graduation—8ths, 16ths, 32nds, 64ths 


No. 7 Graduation—16ths, 32nds, 64ths, lOOths 
No. 4R Graduation—Quick Reading 8ths, 16ths, 

32nds, 64ths 

No. 6R Graduation Both Sides—Quick Reading 50ths 
(.02) both edges of both sides 
No. 7R Graduation—Quick Reading 16ths, 32nds, 
64ths, lOOths 

No. 16R Graduation-Quick Reading 32nds, 64ths, 
50ths, lOOths 

NOTE: No. 11H heads furnished in wrinkled black enameled 
finish only. No. 33H heads in smooth black enameled 
finish only. 

NOTE: For separate parts, see other listings. 

Packed One in a Box. 



STARRETT 

COMBINATION SQUARES 

WITH SQUARE HEAD AND CENTER HEAD 

Furnished with square head 
and also a center head for 
finding the centers of large 
and small diameters. Accurate 
machine divided tempered 
steel blade. Patented, reversi¬ 
ble lock bolts in heads permit 
reversing blades without re¬ 
moving bolt or nut. Precision ground faces. Square head has 
spirit level (except 4"). 


No. Size Price 

CAST HEADS 
No. 4 Graduation* 

11HC 4" $ 7.40 

11HC 6" 7.90 

11HC 9" 10.40 

11IIC 18" 13.80 

11HC 24" 15.85 

No. 4 or No. 7 Graduation* 

11HC 12" H.40 

Quick Reading—No. 6R Graduation* 

11HC 4" 8.00 

Quick Reading—No. 6R or No. 16R Graduation* 
11HC 6" 8.50 

Ouick Reading—No. 4R, No. 6R, No. 7R or No. 16R Grad.* 
fine 12 " 12.40 

11 TIC 18" 15.30 

11IIC 24" 17.85 

DROP FORGED HEADS 
No. 4 Graduation* 

33HC 4" 10.95 

33HC 6" H.40 

33HC 18" . 17.25 

33HC 24" 19.30 

No. 4 or No. 7 Graduation* 

33HC 12" . 14.85 

Quick Reading—No. 6R Graduation* 

33HC 4" 11.55 

Quick Reading—No. 6R or No. 16R Graduation* 
33HC 6" 12.00 

Quick Reading—No. 4R, No. 6R, No. 7R or No. 16R Grad.* 
33HC 12" 15.85 

33HC 18" 18.75 

33HC 24" 21.30 


*NOTE: No. 4 Graduation—8ths, 16ths, 32nds, 64ths 

No. 7 Graduation— 16ths, 32nds, 64ths, lOOths 
No. 4R Graduation—Quick Reading 8ths, 16ths, 

32nds, 64ths 

No. 6R Graduation Both Sides—Quick Reading 50ths 
(.02) both edges of both sides 
No. 7R Graduation—Quick Reading 16ths, 32nds, 
64ths, lOOths 

No. 16R Graduation—Quick Reading 32nds, 64ths, 
50ths, lOOths 

NOTE: No. 11HC heads furnished in wrinkled black enameled 
finish only. No. 33HC heads in smooth black enameled 
finish only. 

NOTE: For separate parts, see other listings. 

Packed One in a Box. 
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STARRETT PRECISION SERVICE TOOLS 
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STARRETT COMBINATION SETS 

NON-REVERSIBLE PROTRACTOR HEAD 

Combination sets have a pro¬ 
tractor head for reading 
angles in addition to square 
head, center head and temp¬ 
ered steel machine divided 
blade. Protractor heads have 
revolving turrets with direct 
reading double graduations 0 
to 180 degrees in opposite directions. Sets listed below have 
non-rcversible protractor heads with single shoulder on side or 
blade and handy spirit level. Patented reversible lock bolts in 
heads. 

No. Size Price 

CAST HEADS 

No. 4 or No. 7 Graduation* 

9 12" $18.55 

No. 4 Graduation * 

9 18" 20.95 

9 24" 


23.00 


Quick Reading— No. 4R, No. 6R, No. 7R or No. 16R Grad. 


9 

9 

9 


433 

433 

433 


12 " 

18" 

24" 


DROP FORGED HEADS 
No. 4 or No. 7 Graduation* 

No. 4 Graduation* 


19.55 

22.45 

25.00 


22.00 

24.40 

26.45 


Quick Reading— No. 4R, No. 6R, No. 7R or No. 16R Grad.* 

433 g: !t:$o 


433 


28.45 


433 24" . 

*NOTE: No. 4 Graduation—8ths, 16ths, 32nds, 64ths 

No. 7 Graduation—16ths, 32nds, 64ths, lOOths 
No. 4R Graduation-Quick Reading 8ths, 16ths, 

32nds, 64ths 

No. 6R Graduation Both Sides-Quick Reading 50ths 
(.02) both edges of both sides 
No. 7R Graduation-Quick Reading 16ths, 32nds, 
64ths, lOOths 

No. 16R Graduation-Quick Reading 32nds, 64ths, 
50ths, lOOths 

NOTE: No. 9 heads furnished in wrinkled black enameled 
finish only. No. 433 heads in smooth black enameled 
finish only. 

NOTE: For separate parts, see other listings. 

Packed One in a Box. 


STARRETT MECHANICS' READY 
REFERENCE TABLE 
WITH RULE 

Provides at a glance decimal 
equivalents of fractions from 
Vm to %, tap and drill sizes 
with fractional and numbered 
sizes plus a table of American 
National pipe threads. Six inch 
scale is provided on both sides 
of table, one edge in 32nds, the 
other in 64ths. Spring temper¬ 
ed steel with hole for hanging. 

No. Length Width Price 
588 6%" 1 1 / 4 " $2.55 

Packed Twelve in a Box. 



STARRETT COMBINATION SETS 

REVERSIBLE PROTRACTOR HEAD 

These combination sets have 
a reversible protractor head 
with shoulders on both sides 
of blade, a square head and 
center head, all mounted on 
a tempered steel machine di¬ 
vided blade. Protractor heads 
direct reading from 0 to 180 
degrees in opposite directions. Patented reversible lock bolts 
in heads. Square head and protractor head also have accurate 


spirit levels. 

No. Size Price 

CAST HEADS 

No. 4 or No. 7 Graduation* 

435 12 " $ 21.10 

No. 4 Graduation* 

435 18" 23.50 

435 24" 25.55 

Quick Reading—No. 4R, No. 6R, No. 7R or No. 16R Grad.* 
435 12" 22.10 

435 18" 25.00 

435 24" 27.55 

DROP FORGED HEADS 
No. 4 or No. 7 Graduation* 

434 12" 24.55 

No. 4 Graduation* 

434 18" 26.95 

434 24" 29.00 

Quick Reading—No. 4R, No. 6R, No. 7R or No. 16R Grad.* 

434 12" 25.55 

434 18" 28.45 

434 24" 31.00 


*NOTE: No. 4 Graduation—8ths, 16ths, 32nds, 64ths 

No. 7 Graduation—16ths, 32nds, 64ths, lOOths 
No. 4R Graduation—Quick Reading 8ths, 16ths, 

52nds, 64ths 

No. 6R Graduation Both Sides—Quick Reading 50ths 
(.02) both edges of both sides 
No. 7R Graduation—Quick Reading 16ths, 32nds, 
64ths, lOOths 

No. 16R Graduation—Quick Reading 32nds, 64ths, 
50ths, lOOths 

NOTE: No. 435 heads furnished in wrinkled black enameled 
finish only. No. 434 heads in smooth black enameled 
finish only. 

NOTE: For separate parts, see other listings. 

Packed One in a Box. 

STARRETT STEEL TAPES 

%" wide steel tape line with 
ring, with or without folding 
tape hook. Graduated feet, 
inches, eighths entire length of 
line. Durable, easy - to - read 
bright steel graduations on no- 
gvarc black background. Quick 
reading feet show total measure¬ 
ment at a glance. Durable red 
vinyl covering over electro¬ 
plated steel case with Satin 
Chrome and nickel plated trim 
and mountings. Flush, folding 
winding handle with push but¬ 
ton release. 

Price 

With Without 


No. 

Length 

Hook Hook 

% 

Inch Line—Graduation Feet, 

Inches, Eighths 

530 

25 ft. 

$4.00 $4.00 

530 

50 ft. 

5.00 5.00 

530 

75 ft. 

6.00 6.00 

530 

100 ft. 

7.00 7.00 


Packed One in a Box. 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


STARRETT TELESCOPING GAGES 



Consists of a convenient handle attached to a fixed contact 
within which a contact plunger telescopes under spring 
tension. Expand contact plunger to hole size, lock measurement 
with knurled screw at end of handle, and measure across con¬ 
tacts with micrometer. Ends of contacts hardened and ground 
to radius. 


No. Range Price 

229A >/ 2 " to %" . $ 3.50 

229B 3 4" to 154" . 3.65 

229C 1 54 " to 2 54 " . 4.05 

229D 2'/ 8 " to 3 / 2 w 4.95 

229E V/i" to 6" 5.95 

S229F Set of three (3) No. 229A, B, C, in 

red plastic case . 12.55 

S229G Set of five (5) No. 229A, B, C, D, E, 

in red plastic case . 24.05 

Case only, for set of three . 1.35 

Case only, for set of five . 1.95 


Packed One in a Box. 


STARRETT SMALL HOLE GAGES 



Similar to No. 829 but 
with flatted contacts 
for checking size of 
shallow holes, slots, etc. 
Knurled knob at top of 
gage adjusts split con¬ 
tacts to size, and final 
reading is obtained with 
micrometer over con¬ 
tacts. Hardened con¬ 
tacts. Short type for 
measuring in close quar¬ 
ters. 


No. Range Length 

830A .125" to .150" 2" 

830B .150" to .200" 2" 

830C .200" to .300" 2" 

830D .300" to .400" 2" 

830E .400" to .500" 2" 


S830F Set of Five (5) in Red 

Plastic Case . 

Case Only . 

Packed One in a Box. 


Price 
$ 3.25 
3.35 
3.40 
3.50 
3.55 

18.50 

1.45 


STARRETT SMALL HOLE GAGES 



No. 829 small hole gages 
accurately measure holes, 
slots, grooves and re¬ 
cesses. Split ball contact 
regulated by turning knob 
at top of gage. Measure¬ 
ments obtained by meas¬ 
uring over ball contact 
with micrometer. Con¬ 
tacts hardened for long 
life. 


No. Range Length Price 

829A .125"—.200" 2%" $ 3.25 

829B .200"—.300" 3" 3.35 

829C - .300"—.400" 3 3 / 8 " 3.45 

829D .400"—.500" 3/ 2 " 3.55 

S829E Set of four (4) in red 

plastic case . 15.05 

Case only . 1.45 

Packed One in a Box. 


STARRETT PROTRACTOR 
AND DEPTH GAGE 

Similar to No. 493 but has a rectangular 
protractor head providing four convenient 
working edges. Flat surface on back of 
the head permits laying tool flat upon paper 
or work and knurled thumb nut locks blade 
in any position. 

No. Blade Price 

Range 0 lo 180 Degrees; 0 to 6 Inches 
Graduation Degrees; 32nds, 64ths 
493B 6" $7.55 

Packed One in a Box. 



STARRETT CENTER GAGES 


391 

396 


A handy gage for use in grind¬ 
ing and setting screw cutting 
tools. Two types for Am. Nat. 
—U. S. 60° Std. or Whitworth 
—English 55° Std. Has scale 
graduated in 14ths, 20ths, 24ths, 
and 32nds for finding number 
of threads per inch. No. 391 
has table of double depths of 
threads for determining size of 
tap drills. All gaging surfaces 
ground. 

Price 

American National 
60° $1.55 

Whitworth or English Std., 55° 1.30 

Packed Six in a Box. 



Sarin Chrome 
ar U. S. St 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


STARRETT 

SCREW PITCH GAGES 



Available in a wide range of sizes with different numbers of 
leaves in various pitch ranges for gaging V, American National 
and U. S. Standard 60° threads and Whitworth Standard 55° 
threads. All have a locking device at both ends of case for 
locking any leaf or leaves in desired position—except Nos. 
473, 475, 476 which have a positive stop design. Leaves on all 
gages have special narrow design for easy checking of internal 
threads in nuts, etc. and flatted teeth (except Whitworth) for 
checking both V and American National or U. S. Standard 
threads. Each leaf stamped with number of thread* per inch. 


No. of Range 

No. Leaves Threads per in. Description Price 

V, American National and U. S. Standard—60° Threads 

155 27 214 to 28 With locking device and 

60° Center gage . $3.75 

475 26 3 Vi to 32 With positive stop and 

11 y z and 27 pipe thread 
pitches . 3.85 

4 24 4 to 30 With locking device and 

11!4 and 27 pipe thread 
pitches . 3.05 

6 30 4 to 42 With locking device and 

11 y z and 27 pipe thread 
pitches . 3.65 

474 28 4 to 80 With locking device and 

11 Yz and 27 pipe thread 
pitches . 3.95 

473 30 6 to 60 With positive stop and 

11 Z z and 27 pipe thread 
pitches . 4.00 

40 22 9 to 40 With locking device and 

ll/ 2 and 27 pipe thread 
pitches . 2.75 

5 26 32 to 82 With locking device ... 3.15 

Whitworth Standard— 55° Threads 

476 30 3 Vi to 60 With positive stop . 4.00 

7 26 4 to 60 With locking device ... 3.15 


Packed 1 in a Box; 6 Boxes in a Carton. 



STARRETT 

TAP and DRILL GAGE 

Shows at a glance correct size tap drill for 
any National Coarse or Fine tap from 
#2-56NC to 1/4-28NF to produce 75% full 
thread. Gage also shows correct body size 
drill and provides 60 holes marked with 
number size and decimal equivalent of drills 
from No. 1 through No. 60. Hardened, 
ground, polished and tested for accuracy. VU' 
thick by 2%" wide by 6J4" long. 

Tap Size Tap Drill Body Drill Drill No. Price 
56 to 1/4—28 50 to 3 44 to 1/4 1 to 60 $6.50 

Packed Three in a Box. 


STARRETT RADIUS GAGES 

Especially designed for fast, 
accurate layout and inspec¬ 
tion of radii and fillets. Made 
of rustproof, stainproof stain¬ 
less steel with no-glare satin 
finish in a wide range of 
sizes. Individual gages per¬ 
mit each gage to be used 
separately for greatest ac¬ 
curacy and convenience. 
Each gage is marked with its 
radius and has five different 
gaging surfaces for both 
convex and concave radii. 
Available in six convenient 
sets — also available if specified with handy gage holder for 
checking radii in hard-to-read-locations. 

Price 



Gages 

with 


No. 

per 

Set Range, Radii Holder 

Price 

S167A 

in Case 16 

X 2 to % in. by 64ths $11.30 

$9.65 

S167AH 

in Case 17 

to % in. by 64ths . . 

12.90 


with Holder 




S167B 

in Case 8 

%2 to 34 in. by 32nds 

9.45 

7.80 

S167C 

inCase 24* 

Vyi to % in. by 64ths and 





%i to 34 in- by 32nds 

17.60 

15.95 

S167CH 

inCase 25** 

3*4 to ’3*4 in. by 64ths and 





%i to 34 in. by 32nds 

19.20 


S167D 

in Case 16 

>32 to 34 in. by 32nds 

13.35 

11.70 

110 

Holder only for all above sets 


1.65 

167 

Gages only, K 2 " to %" . 


.85 

167 

Gages only, % 2 " to 34" . 


1.10 

167 

Gage only, 3£*" . 


1.65 


* Consists of sets Nos. S167A and S167B 
** Consists of sets Nos. S167AH and S167B with holder 
Packed One in a Box. 



STARRETT SPEED INDICATOR 

Working parts are encased, and 
spindle revolves on low friction 
bearing. Spindle revolves in 
either direction, and dial plate 
is graduated from 0 to 100 revo¬ 
lutions reading left to right or 
right to left as spindle may 
travel. Rotating friction disc may be moved to the starting 
point where raised knobs coincide. When indicator point is 
applied to a revolving shaft, rotating disc is held from turning 
by firmly pressing on raised knob with thumb; then by releasing 
pressure at desired time the disc will revolve and every 100 
revolutions of spindle counted by feeling knob pass under 
thumb. Time number of revolutions for a minute and you get 
R.P.M. Provided with three styles of tips. A pointed hardened 
and polished steel tip which forms the end of the spindle is 
used for ordinary speeds. Two rubber tips, one pointed and 
one flat, are also furnished for high speeds. Nickel plated finish. 


No. Dial Reading Price 

104 Without Case 0—100 rev. $3.75 

104 With Case 0—100 rev. 6.25 

104 734" Spindle, Without Case . 4.50 

104 7L 2 " Spindle, With Case . 8.40 

Packed One in a Box. 


STARRETT THICKNESS 
GAGE HOLDERS 

Provide a^ convenient means 

up to 6" long and from .001 
to .025 inch thick. Cam lock gripping permits every bit of 
stock to be used. Dull nickel finish. Size approximately % 2 " 


thick by wide by 534" long. 

No. Price 

806 Holder only—clamps stock at 

one end $1.75 

806D Holder only—clamps stock at 

both ends . 2.25 


Packed Six in a Box. 
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STARRETT THICKNESS GAGE 
OR FEELER STOCK 

12 INCH LENGTHS 



Furnished in conven¬ 
ient 12 inch lengths 
Vi inch wide in 27 
different thicknesses 
ranging from .001 
inch up to .025 inch 
thick. Made of finest 
tempered steel and 
carefully finished to 
size. Ends are rounded, 
no ragged edges. Con¬ 
venient Zs inch hole 
punched in end for hanging up. Each piece is marked with 
thickness and furnished in an individual envelope to prevent 
stains and rusting. 


Price 

No. Thickness, Inches per piece 

667 .001 . $0.95 


667 .0015, .002, .0025, .003 . .46 

66 7 .004, .005, .006 . .40 

667 .007, .008, .009, .010, .011, .012, .013, 

.014, .015, .016, .017, .018, .019, .020, 

.021, .022, .023, .024, .025 . .35 


Packed 12 Pieces of a Size in a Box-, 
Each Piece in an Individual Envelope 


No. 667 DISPLAY ASSORTMENT 

Complete display assortment consisting of 108 pieces, Yz " by 
12" — one dozen each of following sizes: .0015", .002", 
.003", .004", .006", .008", .010", .012", .015". 


No. Price 

667 Display assortment . $43.00 


Packed 12 Pieces of a Size in a Box; 

Each Piece in an Individual Envelope; 9 Boxes in a Carton. 


STARRETT THICKNESS GAGE 
OR FEELER STOCK 



No. 

666 

666 

666 

666 


IN 25 FOOT ROLLS 
IN METAL CASE 

Furnished in convenient 25 
foot rolls, Zi inch wide, in a 
compact, handy metal case. 
Stock is marked every six 
inches with a line, thickness 
in thousandths and name 
Starrett, thus permitting easy, 
accurate snipping off length 
desired. Available in 27 dif¬ 
ferent thicknesses, from .001 
to .025 inch. Tempered steel. 

Price 
per roll 


Thickness, Inches 


■wi . 

.0015, .002, .0025, .003 . 11.75 

.004, .005, .006 . 8.40 

.007, .008, .009, .010, .011, .012, .013, 

.014, .015, .016, .017, .018, .019, 

.020, .021, .022, .023, .024, .025 6.90 


Packed One Case in a Box. 


STARRETT THICKNESS GAGES 

Made in a wide range of types and sizes to meet all requirements 
with 6 up to 26 leaves ranging from .0015 inch to .200 inch 
thick, straight or tapered. Leaves made of finest tempered 
steel, carefully finished to correct thickness, individually tested 
and marked with thickness. A locking device is furnished on 
most gages, permitting locking one or more leaves in any 
desired position. Leaves may be easily removed or replaced 
and are contained in a rugged, substantial steel case which 
protects the leaves at all times. 

Size Number 


No. 

Leaves 

Leaves 

Range Leaf Thickness 

Description 

Price 




THICKNESS GAGES WITH STRAIGHT LEAVES 


78 

V 2 "x 2%" 

6 

.0015, .002, .003, .004, .006, .015 in. 

.With locking device and eyelet. 

$2.00 

71 

Yi" x2V' 

6 

.0015, .002, .003, .004, .006, .015 in. 

.With locking device and eyelet. 

2.00 

72 

Yi" X 2V U ” 

22 

.004 to .025 in. by thousandths 

.With locking device. 

5.05 

172A* 

Yi" X 3K«" 

9 

.0015, .002, .003, .004, .006, .008, .010, 





.012, .015 in. 

.With locking device. 

3.30 

66* 

Yi" x3V 

26 

.0015, .002, .0025, .003, .004, .005, .006, 





.007, .008, .009, .010, .011, .012, .013, 
.014, .015, .016, .017, .018, .019, .020, 
.021, .022, .023, .024, .025 in. 

.With locking device. 

6.90 

467 

Yi"x 4 Yi" 

13 

.0015, .002, .003, .004, .006, .008, .010, .020, 




.030, .040, .075, .100, .200 in. . 

.With locking device. 

8.50 

172D 

Y 2 "x9" 

8 

.002, .003, .004, .005, .006, .008, .010, .015 in.. 

.With locking device. 

7.25 

172E 

J4" x 12" 

8 

.002, .003, .004, .005, .006, .008, .010, .015 in. 

.With locking device. 

8.75 




THICKNESS GAGES WITH TAPERED LEAVES 


571 

Y»" toK*"x2%' 

9 

.010, .012, .015, .018, .020, .022, .025, .030, 





.035 in. 

Hardened leaves. 

2.75 

66* 

Vi" to Yi" X 3J{ 6 ’ 

' 26 

.0015, .002, .0025, .003, .004, .005, .006, 





.007, .008, .009, .010, .011, .012, .013, 
.014, .015, .016, .017, .018, .019, .020, 
.021, .022, .023, .024, .025 in. 

.With locking device. 

6.90 



172A* 

Yi” to YY' x 3V 

9 

.0015, .002, .003, .004, .006, .008, .010, 





.012, .015 in. 

With locking device. 

3.30 

172B 

Y 2 " to Yi" x4 V 2 

' 8 

.002, .003, .004, .006, .008, .010, .012, .015 in. 

With locking device. 

4.60 

172C 

V 2 " to Y a " x 6” 

8 

.002, .003, .004, .006, .008, .010, .012, .015 in 

With locking device. 

6.00 


*NOTE: No. 66 and No. 172A made with either straight or tapered leaves. 

NOTE: Thickness gages are packed as follows: No. 172E—One in an envelope, three in a box; No. 78, No. 172 D, No. 571—One 
in an envelope, six in a box; No. 71—One in an envelope, twelve in a box; No. 467—One in a box; No. 66—One in a box, 
four boxes in a carton; No. 72, No. 172A, No. 172B, No. I72C—One in a box, six boxes in a carton. 
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No. 657E 


STARRETT MAGNETIC BASE 
INDICATOR HOLDER 

Powerful permanent magnet 
type base holds firmly to any 
steel or iron surface — hori¬ 
zontally, vertically or upside- 
down—eliminating time spent 
clamping indicator to machine. 
Large push button turns 
magnetic force on or oif for 
one-hand set-up and removal of 
base. V-step across top of base 
adapts base to horizontal or 
vertical arbors and chucks. 
Tapped hole on one side of 
base provides second mounting 
position for indicator post, al¬ 
so allows base to be used with 
two indicator posts for multiple 
inspection work. No. 657 mag¬ 
netic base with No. 657F indi¬ 
cator swivel post assembly can 
be furnished with Starrett No. 
71 IF “Last Word®” indicator 
' or No. 196B universal dial test 
indicator (by means of No. 
196K sleeve which slips over 
No. 657R swivel post adapter 
bushing furnished with No. 
657G). No. 657F indicator 
swivel post assembly provides 
universal adjustment by ball 
joint attaching it to magnetic 
base and upper friction joint 
that allows arm to swing more 
than 180°. Features also include 
slot in ball joint tensioning cap 
that permits swivel post to be 
bent 90° from vertical position 
and fine adjusting screw for 
accurate final setting of indica¬ 
tor. No. 657 magnetic base 
indicator holder also highly 
useful for gaging work on 
surface plate or machine table 
with Starrett No. 25 series dial 
indicators. For this application No. 657E consisting of No. 
657 magnetic base with No. 657G upright base post, No. 657H 
swivel post snug, No. 657K reducing bushing, No. 657J gage 
holding rod and the No. 25-131 dial indicator is used Swivel 
post snug by means of large diameter knurled knob allows 
universal indicator adjustment—up and down, to any vertical 
angle, in a complete circle around base post, and any distance 
from base post along gage holding rod. Indicator can be set at 
any angle by loosening knurled binding screw that holds it to 
gage holding rod. In use, it is recommended that indicator be 
removed before magnet is turned off and base removed from 
machine or surface plate. Furnished with or without No 25-131 
dial indicator. Other Starrett dial indicators furnished on 



657B 


request. 

NOTE: No. 57S sleeve adapts No. 711F and No. 196 
to No. 657J gage holding rod. 


No. 

657AA 


657A 

657B 

657B 

657C 

657C 


Base with No. 657G Post, No. 196-L 
Sleeve, No. 657-S Sleeve, No. 657-X 
dia. rod and No. 657-Y Indicator 

Attachment . 

Base with Swivel Post . 

Base with Swivel Post and No. 711-F 
Indicator, Without Case 
Base with Swivel Post and No. 711-F 

Indicator, With Case . 

Base with Swivel Post, No. 196-B 
Indicator, No. 196-K Sleeve, With¬ 
out Case . 

Base with Swivel Post, No. 196-B 
Indicator, No. 196-K Sleeve, With 

Case . 

Continued in next column 


indicators 

Price 

$19.75 

19.75 

44.25 

49.25 

35.60 

40.60 


STARRETT MAGNETIC BASE 
INDICATOR HOLDER (cont.) 


No. Price 

657D Base with No. 657-G Post, No. 657-H 

Snug, No. 657- J Rod . $25.00 

657E Base with No. 657-G Post, No. 657-H 

Snug, No. 657-J Rod and No. 25-131 

Dial Indicator, Without Case . 44.75 

657E Base with No. 657-G Post, No. 657-H 

Snug, No. 657-J Rod and No. 25-131 

Dial Indicator, With Case . 50.50 

657F Swivel Post Assembly Complete Less 

Base . 4.50 

657G Upright Base Post Only Less Base . 1.00 

657H Swivel Post Snug Only . 4.50 

657J Gage Holding Rod including Clamp¬ 
ing Mechanism . 4.25 

657K Reducing Bushing Only (For No. 

657-H) . .45 

657P Magnetic Base Only (Without Up¬ 
right Post or Attachments) . 15.25 

657R Swivel Post Adapter Bushing. .45 


NOTE: Nos. 657B, 657C and 657E furnished in wood case 
unless otherwise ordered. 

Packed One in a Box. 


STARRETT LAST WORD® 

DIAL TEST INDICATORS 

One of the most completely flex¬ 
ible indicators available. Features 
a jeweled lever for extra smooth 
indicator action. Switch lever on 
body reverses action. Ratchet joint 
contact point can be moved to any 
desired position, and spring clip 
which holds contact point should 
be swung aside only when chang¬ 
ing contact points. Removal of 
inspection hole cover screw from 
the side of the indicator body 
makes minor adjustments possible. 
Swiveling tubular body. Hard 
chrome plated ratchet contact 
point. 


No. 

Grad. 

Reading 

Range 

Price 

711F With universal 
shank and case 

.001" 

0-15-0 

0 to .030" 

$24.50 

71 IF With gooseneck 
shank and case 

.001" 

0-15-0 

0 to .030" 

23.75 

71 IF Without shank, 
with case 

.001" 

0-15-0 

0 to .030" 

22.40 


711F, 711C, or 711D-10 Gooseneck shank, 

complete 1.35 

71 IF, 711C, or 711D-10 Universal shank, 

complete 2.10 

Packed One in a Box. 
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STARRETT UNIVERSAL DIAL 
TEST INDICATORS 

Each indicator fitted with 
three hardened contact points 
for different classes of work. 
With contact points D and E 
any exterior surface may be 
tested as in cutters, racks, etc., 
whereas contact point C with 
i mailer radius and diameter 
should be used only on plain 
surfaces. By bringing contact 
point against work with just 
enough pressure to give hand 
one full turn, then setting it at 
0, one full revolution of hand 
is obtained both right and lefr 
of 0, showing a rise or drop in work and the amount of varia¬ 
tion. Dial indicator No. 196B, graduation .001", reading 0-100, 
range 0 to .200". 

Special tool post holder and sleeve are useful in lathe work. 
Siceve K is adapted for use on surface gage spindles %" in 
diameter while L sleeve is adapted for use on %" spindles. 
Clamp G permits attaching indicator to large lathe and planer 
tools, milling arbors, etc. Attachment F used over blockings on 
face plates, to reach inside of holes to a depth of approxi¬ 
mately 1 %", etc. 

By using short length of round rod in cither No. 196K sleeve 
ur No. 196L sleeve any No. 711 LAST WORD® indicator 
may be adapted to use with these No. 196 attachments. 


No. Price 

196A Complete with attachments (except 

No. 196L and No. 196R) and case $23.10 

196B indicator only, with 3 contact 

points-C, D, E 13.90 

196F 11 ole Attachment . 2.85 

196G Clamp, diameter post, 12f 6 " cap¬ 
acity, flat or round . 2.05 

196H Tool post holder, %" x 3 A" x 6", 

with upright spindle . 1.95 

196K Sleeve complete, l A " and holes . 1.95 

196L Sleeve complete, 14" and %" holes 1.95 

196C,D,E Extra contact points . Each .30 

196R Adapter for contact points with 4-48 

thread . *75 

Packed One in a Box. 


STARRETT CRANK SHAFT 
DISTORTION DIAL GAGE 
OR STRAIN GAGE 

An inside gage for 
checking distortion of 
webs of crank shafts. 
Makes it possible to 
check bearing align¬ 
ment or deflection of 
the shaft without hav¬ 
ing to dismantle the 
engine. Usable on Die¬ 
sel engine shafts as 
well as center-crank 
shafts of engines or compressors. Can also be applied as a 
strain gage on engine frames while engine is in operation. With 
special spring tension in the dial indicator, gage is self sustain¬ 
ing in any position leaving hands of operator free. Contact 
points are conical 60°, hardened and ground to a sharp point, 
and will stay in place on 45° surfaces. A patented balance or 
counterweight furnished with the gage. Movement of dial 
indicator is % 2 " and with rods, extension, etc., provides range 
from 2%" to 18". There are ten rods and one extension. Dial 
graduated in thousandths of an inch and reads 0-20-0, one turn 
equaling .040". 

No. Range Price 

696 With balancing attachment 

in leather case 2Ea"—18" $4-5.00 

696B Balancing attachment, only 3.00 

Packed One in a Box. 




STARRETT CYLINDER GAGES 

For determining tapered, out-of-round or 
scored cylinders. Shows condition of cylinders 
to one-thousandth of an inch. Rugged construc¬ 
tion and nonbreakable crystal. Cylinder bores 
from 2-1/10 to 6 inches diameter can be meas¬ 
ured by adjustable rods furnished and also 
from 6 to 9 inches by extra rods available. Rods 
may be carried in hollow handle of gage. Dial 
graduated to show plus or minus, one turn of 
hand being .100". Two hardened contact 
points, which cause the hand to travel over dial 
reading in .001", feature double spring action 
making gage self-centering and non-collapsible. 
Handle can be made rigid in perpendicular or 
angular position or may be transformed to a 
toggle joint with wide sweep. Locking mechanism clamps 
adjustable contact points synchronized with the indicating 


needle. 

No. Range Price 

452B 2 Zi " to 6" $27.50 

452E 2-1/10" to 6" 27.50 

Set of 3 Rods for 6"—9" Range 4.00 


NOTE: Extra rods for range over 9"—prices on application. 
Packed One in a Box. 


STARRETT 

OUT - OF - ROUNDNESS GAGE 



For checking out-of-roundness in connecting rod bearings, 
etc., inspection of slots, vise jaws and checking jigs and fixtures. 
Consists of base with dial indicator, and adjustable slide readily 
set to approximate hole size or slot width. Sliding head has 
two line contact points and bearing surfaces and contact points 
are hardened. Indicator graduated in thousandths, dial reads 
0-25-0, and spindle travel is .125". Capacity of gage is from 
1 l A " to 5". Contact points inserted to depth of approxi¬ 
mately 

No. Range Price 

681 154" to 5" $47.00 

Packed One in a Box. 



STARRETT "UNIVERSAL JUNIOR" 
INDICATOR 



For use with machine tools, 
surface and height gages. 
Universally adjustable sleeve 
and contact point permit use 
in any position with gradua¬ 
tions in direct vision. Plate graduated .010", .005" each side 
of zero line, and has Satin Chrome finish. Hardened working 
surfaces and contact point. Standard holding bar !4 x l A x 5 
inches. Round rod is surface gage and chuck attachment while 
small flat bar adapts indicator to vernier height gage. Die cast 
indicator case is l A" thick, tapering in width from %" to 
ball contact, and measures 2%” long with contact. 


No. Price 

Range .010 Inch—Graduation Thousandths of an Inch 

564 Complete with %t" contact point with 

all attachments $10.70 

564 Case only, extra 2.05 

564 Contact point only, %*" ball 1.25 

564 Contact points only, l 32 " or ball 1.35 

Packed One in a Box. 
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STARRETT KLEENSCRIBE 
LAYOUT DYE 



Brushed onto a clean metal surface, it 
dries instantly, providing a glare-free 
opaque blue background that makes scribed 
lines stand out sharp and clear. Will not 
rub off on hands or flake away. Not af¬ 
fected by cutting lubricants or heat gener¬ 
ated during machining operations. Furn¬ 
ished in handy 4 oz. cans with brush in 

C3P - Price 

KLEENSCRIBE Layout Dye $0.70 
Furnished in 4 fl. oz. cans; 

Packed 12 in a Box. 


STARRETT 

AUTOMATIC CENTER PUNCH 



Features lightweight aluminum handle for effortless 
handling. No hammer required! Hold punch in 
upright position, press handle down, and built-in 
mechanism strikes a perfect center mark every time. 
Can be adjusted for striking light or heavy indenta¬ 
tions by turning knurled cap. Working parts are 
tool steel, properly hardened. Hardened tool steel 
point may easily be removed for resharpening or 
replacement. 

No. Price 

818 $2.75 

Packed One in a Box; Three in a Carton. 


STARRETT 

TOOL and INSTRUMENT OIL 



Same extra-fine lubricant used in Starrett 
factory to lubricate and protect fine tools 
and instruments. High refined, colorless, 
lubricates close-fitting parts at high tem¬ 
peratures and below zero. Insures maxi¬ 
mum protection and lubrication of working 
parts. 

Price 

Tool and Instrument Oil $0.60 

Furnished in 3% fl- oz. cans; 

Packed 12 in a Box. 


STARRETT 

AUTOMATIC CENTERING PUNCH 



Combines the same new lightweight aluminum handle 
and easy one-hand operation of No. 818 with an 
exclusive self-centering locating sleeve. Locating sleeve 
automatically centers starting holes for screws through 
butt hinges and all other types of builders’ and 
cabinet hardware items—leaving one hand completely 
free for holding and steadying. Also ideal for center¬ 
ing countersunk holes. Can be adjusted for striking 
light or heavy indentations by turning knurled cap, 
and point removes easily for resharpening. 

No. Price 

819 $2.95 

Packed One in a Box; Three in a Carton. 


STARRETT TOOLMAKERS' HAMMER 

WITH BUILT-IN MAGNIFYING LENS 


Rubber mounted high power 
magnifying lens saves time and 
effort spotting and punching 
center lines and intersections. 
^ Made from steel forging for 

strength, yet weighs only 4 oz. Both fiat and ball peen heads are 
offset for use in corners. Chromium finish. 



No. 

815 

815 Personalized with name 

Packed One in a Box. 


Price 

$4.50 

5.50 


STARRETT POCKET SCRIBERS 

Handle made of steel tubing, 
knurled and nickel plated. 
Scriber point, made from best 
quality steel, held firmly in 
handle by chuck, and when not in use can be reversed, tele¬ 
scoped into handle and locked by a slight turn of chuck. 
Hexagon head prevents rolling. 


No. 

70A 

70B 


Handle Diam. 

54" 


Point Length 
2 54" 
2 %" 


Price 

$0.80 

.95 


Packed Six in a Box. 



No. 

117AA 

117A 

117B 

117C 

117D 

117E 

S117 

117 

117 



STARRETT 
CENTER PUNCHES 

WITH ROUND SHANK 

Made of fine tool steel. Hardened on 
both ends and tempered to prevent head 
from fracturing. Well proportioned, 
highly finished with knurled finger grip. 
Points are ground to proper angle for 
maximum service, and tips accurately 
centered. 


Length 

Diam. Top of 
Tapered Point 

Body 

Diam. 

Price 

3H" 

Hr 

nr 

$0.40 

4" 

Hu 

Hi" 

.40 

4" 

Hi" 

%" 

.40 

4" 

XT 

nr 

.40 

4" 

Hi" 

v>" 

.40 

5" 


Vi" 

.50 

Set of 5 
plastic 

(AA, A, B, C, D) 
case . 

in red 

2.35 

Doz. Assorted (3 each A, B, C, 
plain box . 

D) in 

4.80 

Doz. Assorted (4 each A, B, 
round wood box . 

C) in 

5.30 
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Packed: No. 117AA, A, B, C, D Twelve in a Box; 
No. 117E Six in a Box. 
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STARRETT DRIVE PIN PUNCHES 

mil Extra long, measuring 8" long. Bodies 
are 4!4" and drive pin sections 3 }4 " 
long. Made from specially selected 
tool steel, well proportioned, hardened 
and with knurled grip. For machine 
shop and motor service work. Just the 
punch to follow long cotter pins, etc. 
into a hole without hindrance. Diam¬ 
eter of punches slightly less than sizes 
shown below. 
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No. 

Length 

Diam. Punch 

Diam. Body 

Price 

248A 

8" 

K" 

Hi" 

$0.65 

248B 

8" 


Vi" 

.65 

248C 

8" 

!4 " 

Vi" 

.65 

248D 

8" 


Vi" 

.65 

248E 

8" 

3 /s" 

Hi" 

.65 

248 

Per dozen, 

assorted . . . 



S248 

Set of five 

drive pin punches (1 of 

7.80 


each size) in red plastic case . 

3.85 

S248 

Set of five 

in plain box 


3.25 


Packed Individual Sizes 6 in a Box; 


One Set in a Box; Assorted Sizes 12 in a Box. 


STARRETT BENCH BLOCK 



No. 

129 


Very handy for holding work 
when driving pins, drilling, etc. 
A V-groove across the face 
accommodates round and odd 
shaped stock. Block is made 
from a steel forging and is 
hardened and ground. Smooth 
finish on the face preserves 
finish of work being held. Side 
is knurled to give good grip¬ 
ping surface, making it easier 
to handle. Base is recessed to 
make it light and yet strong. 
Approximately l/z " high and 
3" diameter. Holes vary in 
sizes from J4" to %". 

Price 

. $ 5.95 

Packed One in a Box. 



STARRETT TOOLMAKERS' 
PARALLEL CLAMPS 

Useful for holding work together in tapping, 
drilling and on various machine setups. Ends 
of jaws are rounded to permit clamping 
under shoulders or in recesses. Spring clip 
holds loose jaw in alignment when clamp is 
being opened or closed. Made of steel, 
nicely finished and casehardened. 


No. Clamping Capacity Length of Jaws Price 


161AA 

(pair) 

K" 

l 5 /s" 

$4.10 

161A 

(pair) 

IK" 

2" 

4.50 

161B 

(pair) 

l 3 / 4 " 

2*4" 

4.80 

161C 

(pair) 

2*/ 4 " 

3" 

5.80 

161D 

(pair) 

VA" 

4" 

6.50 

161E 

(pair) 

3 Zi " 

5" 

10.20 


Packed One Pair in a Box. 


Printed in U. S. A. 


STARRETT DRIVE PIN PUNCHES 



Made from specially se¬ 
lected tool steel. Well pro¬ 
portioned, hardened, highly 
polished and have a knurled 
finger grip. Size of the 
punch is stamped on the 
head of each set. 


No. 

Length 

Diam. Punch Diam. Body 

Price 

565A 

4" 

Hi" 


$0.40 

565B 

4" 

Hi" 


.40 

565C 

4" 

Vs" 

%- 

.40 

565D 

4" 

Hi" 


.40 

565E 

4" 

Hi" 

Hi" 

.40 

565F 

4" 

fc" 


.40 

565G 

4" 



.40 

56511 

4" 

Hi" 


.40 

S565 

Set of 8 Drive Pin Punches (1 of each 



size) in Round Wood Box 


3.75 

S565 

Set of 8 

in Red Plastic Case 



565 

Dozen, 

Assorted Sizes (2 each 

A, B, 

3.75 


C, D; 

1 each E, F, G, H) in Plain 



Box 



4.80 


Packed No. 565A, B, C, D, E, F, G, 12 in a Box; 
No. 565H, 6 in a Box; No. S565, One Set in a Box; 
No. 565 Assorted Sizes, Twelve in a Box. 


STARRETT V BLOCKS and CLAMP 

For layout work and holding 
circular stock during drilling, 
milling and grinding operations. 
Blocks are made of cast iron, 
each V/ 2 inches square and 2 
inches long. Clamp ribbed for 
extra strength and holds work 
up to 1 Vs inches diameter. Hole 
in knurled head of screw per¬ 
mits using a pin or rod for 
tightening work. Blocks fur¬ 
nished in pairs. 


No. 

Capacity 

Price 

268A 

Two V Blocks (one pair).. 

$4.20 

268B 

Clamp only . 

1.55 

268C 

Set complete, two V blocks 



(one pair) and clamp ... 1J4" 

Packed One Pair in a Box. 

5.75 



STARRETT 

COMBINATION HAND VISE 

By removing handle and 
substituting clamp, may be 
fastened to benches, 
shelves, etc. approximately 
Vi to 2 Vs inches thick and 
adjusted to different posi¬ 
tions. Used as a hand vise, 
maximum leverage obtain¬ 
ed with ball-end lever. Jaws are made from forgings, 
properly tempered. Width of jaws 1 Vi inches. Capacity about 
l / 2 inches. Length about 7 inches. 

No. Capacity Price 

86A Hand vise with clamp 1 !4" $15.00 

86B Hand vise, only 1*4" 11.75 

Packed One in a Box. 
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STARRETT "YANKEE" CALIPERS 
AND DIVIDERS 

WITH SPRING NUT OR SOLID NUT 



Legs are made of high grade steel flat stock, fulcrum stud is 
hardened and has a smooth bearing surface. Bow spring, 
although flexible, is exceedingly strong to assure reliability. 
All sizes furnished with either spring nut or solid nut. Quick¬ 
adjusting, spring nut designed for making quick, positive adjust¬ 
ments. Threads of nut firmly engage screw at slightest pressure 
of the leg, and when pressure is withdrawn, nut releases, sliding 
freely over screw, making possible more rapid use. 


Inside 

Outside 



Price 

Calipers 

Calipers 

Dividers 


Solid 

Spring 

No. 

No. 

No. 

Size 

Nut 

Nut 

73 

79 

83 

2 1 / 2 " 

$2.15 

$2.50 

73 

79 

83 

3" 

2.25 

2.60 

73 

79 

83 

4" 

2.35 

2.70 

73 

79 

83 

5" 

2.45 

2.80 

73 

79 

83 

6" 

2.65 

3.00 

73 

79 

83 

8" 

3.00 

3.35 

73 

79 

83 

10" 

4.00 

4.35 

73 

79 

83 

12" 

4.45 

4.80 



Packed Three in a Box. 




STARRETT STEEL STRAIGHT EDGES 

Precision made of fine tool 
steel to rigid standards. 
Ground all over and finely 
finished. Unexcelled for 
drawing or scribing straight 
lines and checking surfaces 
for straightness. No. 380 and 
No. 385 straight edges in sizes 
36" and longer should be sus¬ 
pended at two marked points 
to avoid any possible deflec¬ 
tion caused by their length 
and weight. 


No. 

Length 

Width 

Thick. 

Price 


Not Beveled—Not 

Graduated 


380 

12" 

1" 


$ 2.75 

380 

18" 

VA" 

Ht" 

4.65 

380 

24" 

lJ/ 2 " 


6.50 

380 

36" 

2" 

A" 

11.50 

380 

48" 


A" 

18.50 

380 

60" 

3" 


26.50 

380 

72" 

3" 

A” 

36.00 


Beveled One 

Edge Only- 

—Not Graduated 


385 

12" 

1" 

W 

3.90 

385 

18" 

U4" 

yw 

6.50 

385 

24" 

1V 2 " 


9.75 

385 

36" 

2" 

y*r 

14.00 

385 

48" 

2V 2 " 

'A" 

22.75 

385 

60" 

3" 

A" 

35.00 

385 

72" 

3" 

A” 

45.00 


Beveled One 

Edge Only—Graduated 32nds 


387 

12" 


Vu" 

8.25 

387 

18" 

i'A" 


11.25 

387 

24" 

V/ 2 " 


15.50 

387 

36" 

2" 

A" 

24.00 

387 

48" 

IVi" 

A" 

34.75 


Packed One in a Package. 




STARRETT PIN VISES 

For holding wires, scriber 
points, small files, taps, drills, 
etc. A hole extends through 
full length of handle to hold 
wires of any length. Handle is 
reduced in size so it may be 
rapidly rotated between thumb 
and finger when filing small 
work. Jaws are hardened, and 
with a few turns of binding nut 
a firm grip may be obtained. Handle and binding nut are 
nickel plated. 

No. Range Price 

162 A 0—.040" . $1.30 

162B .030—.062" . 1.45 

162C .050—.125" . 1.60 

162D .115—.187" . 1.75 

S162 Set, Complete—0—.187 "—consisting of 

No. 162A, B, C, D 6.10 

S162 Set, Complete—0—. 187 "—in Red Plas¬ 
tic Case . 6.75 

Individual Sizes Packed Six in a Box; Sets, One in a Box. 


STARRETT BENCH LEVELS 


Moderately priced levels for 
machinists, maintenance and 
setup mechanics. All have main 
vial and double plumb vial with 
two or more graduated lines 
insuring greater accuracy. Made of seasoned, quality cast iron 
with black wrinkle finish, accurately machined on leveling 
surfaces. Bottom of base has two longitudinal, circular concave 
grooves for accurately seating level on cylindrical work such as 
piping, shafting, etc. Flat lands and concave groove in the 
bottom of the base are machined at one setting, thereby assuring 
complete accuracy. 



No. 

132 

Size 

4" 

132 

6" 

132 

9" 

132 

12" 

132 

18" 

132 

24" 


Price 

With Main Vial and Double 

Plumb Vial $ 5.75 

With Alain Vial and Double^ 

Plumb Vial 6.25 

With Main Vial and Double 

Plumb Vial 6.75 

With Main Vial and Double 

Plumb Vial 8.75 

With Main Vial and Double 

Plumb Vial 10.50 

With Main Vial and Double 

Plumb Vial 13.50 


Packed One in a Box. 
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STARRETT JEWELERS' 
SCREW DRIVERS 


For watch makers, jewelers, 
opticians, toolmakers on fine 
delicate work. Bodies made 
from steel tubing, knurled and 
nickel plated. Swivel knobs 
concaved to fit the finger and 
hexagonal to prevent rolling. 
Blades are tempered steel. Slight 
turn of knurled chucks securely 
locks blade so that it will not 
turn or come out. Chucks arc 
grooved to designate size of blade 
widths from .025" to .100". 
Blades can be reversed in body 


No. Length 

555AA 3 3 / 4 " 

555A 3 3 / 4 " 

555B 3 3 / 4 " 

555C 3 3 / 4 " 

555D 3 % " 

555E 3 3 / 4 " 

S555 Set of 6, without case 

S555 Set of 6, with case 

Extra blades, any size 

Individual sizes packed Six in a Box; Sets, One in a 



carrying in pocket. 


No. 

Length Body 

Tap Size 

Capacity Shank 

Price 

Width Blade 

Price 

93A 

2*4" 


Xb~Hi" square 

$2.50 

93B 

2% " 


Hi~V a " square 

2.90 

.025" 

$0.95 

93C 

3 */2 " 


He—He" square 

4.50 

.040" 

.95 

93D 

6% " 


Xb~Hi" square 

4.25 

.055" 

.95 

93E 

9%" 


Hi —% " square 

4.60 

.070" 

.95 

93F 

12 3 / 4 " 

K-K" 

Xb Xt " square 

6.25 

.080" 

.100" 

.95 

.95 


Packed One in 

a Box. 



5.70 

6.45 

.55 

Box. 


STARRETT T - HANDLE 
TAP WRENCHES 



For holding taps, drills, ream¬ 
ers and small tools to be turned 
by hand. Body is centered for 
use on lathe centers or drilling 
machines to start tap straight. 
Jaws heat treated to withstand 
hard use. No. 93C has sliding 
handle. D, E, and F sizes are 
identical to A, B and C except 
length of bodies are longer, per¬ 
mitting work at depths which 
cannot be reached with shorter 
wrenches. 



STARRETT ADJUSTABLE 
JAW CUT NIPPERS 

Recommended for wire mills, piano techni¬ 
cians, linemen, telephone workers, aircraft 
mechanics. Design insures powerful leverage 
for efficient cutting. Jaws detachable and 
may be reground and adjusted after be¬ 
coming worn. Drop-forged steel, highly 
finished. All parts except jaws case-hardened. 
Jaws made from tempered tool steel. Max. 
wire capacity—5 Vi " size, .050"; 7" size, .080". 


No. 

1 

1 

1 

I 


Capacity- 

Size Max. Diam. Wire 

5 1 / 2 " -050" 

7" .080" 

Jaws only, 5 !4" pair 
Jaws only, 7" pair 

Packed One in a Box. 


Price 
with 
Carbide 
Price Jaws 

$11.75 $19.50 

13.00 20.75 

1.35 8.25 

J .60 8.50 


STARRETT TAP WRENCHES 


Strong, well proportioned, easy 
to handle. Highly finished 
tempered gripping surfaces. 
Holds square or round shanks. 
Plunger operated by knurled sleeve, and spring inside sleeve 
causes plunger to back off when pressure removed. 


No. 

Length 

Tap Size 

Shank 

Price 

91A 

PA" 

X 6 -'A" 


$ 3.50 

91B 

<%" 


%-'A" 

5.25 

91C 

V-Vs" 

Va-%" 


10.25 

91D 

16'A" 

Zs- } A" 

'A-%" 

13.75 


No. 91A Packed Three in a Box. 


No. 91B, C, D Packed One in a Box. 


STARRETT HACKSAW FRAME 

A real hacksaw frame with 
pistol grip. Other features; 
easily adjustable back; resist¬ 
ance to buckle; large wing nut 
for tensioning blade; ample 
finger space inside handle, and 
tough black composition handle. 
Takes 8, 10, 12-inch saws which may be set to cut in any one 
of four directions. Satin finish on frame. 


No. Price 

153 With one blade $5.50 


Packed One in a Box. 
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STARRETT PRECISION SERVICE TOOLS 

For Automotive - Aviation - Marine - Diesel and Farm Equipment Service 


Catalog 

Number 

H0096 

H0058 

H1016 

H0034 

H1036 

H0078 

II1056 

H0100 
H0116 
HOI 18 
HOI 36 
H0114 
H0156 
H0138 
H0176 
H0112 
H0196 
H0158 
H1116 
H0134 
H1136 
H0178 

110200 

H0216 

H0218 


Catalog 

Number 

A1 

A2 

A3 

A4 

A5 

A6 

A014D 


Catalog 

Number 

MA02 

MA03 

MA04 



STARRETT SAFE-FLEX® 

HIGH SPEED WELDED EDGE 
HOLE SAWS 

For Cutting Steel, Brass, Bronze, Cast Iron, 
Aluminum, Wood, Plastics 

Shatterproof saw—double welded construction of tougli alloy 
steel for complete safety . . . practically unbreakable. High 
speed welded edge for high production cutting . . . no tooth 
stripping. Interchangeable arbors—easily screwed into saw 
cap, locked by two drive pins—high speed pilot drill furnished. 
Wide range sizes from At" to 6" . . . Ideal for portable power 
tools, lathes, drills. 


Diameter 

At" 

A" 

%" 

Va" 

%" 

A" 

%" 


iXt" 
l A" 

l%t" 
1 Va" 
l At" 
1 A” 
l At" 
l 'A'' 
l At" 
i 

i%" 

lA" 

i%" 

lA" 


2 At" 
2 A" 


Hole Saws 

All Sizes — 6 Teeth Per Inch — Cutting Depth 1 Vs" 



NET 

Consumers' 

NET 

Consumers’ 



List 

NET 

Consumers’ 

NET 

Consumers’ 

List 

Price 

Price 

Catalog 


Price 

Price 

Price 

1 to 9 

10 or more 

Number 

Diameter 

Price 

1 to 9 

10 or more 

$4.80 

$3.60 

$3.36 

H0214 

2 A" 

$6.40 

$4.80 

$4.48 

3.60 

2.70 

2.52 

H0256 

2 At" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0238 

2 A" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0212 

2 A” 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0296 

2 At" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0258 

2 A" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0234 

2 y A " 

6.40 

4.80 

4.48 



2.52 

H0278 

2 A" 

6.40 

4.80 

4.48 

3.60 

2.70 




4.48 

3.60 

2.70 

2.52 

H0300 

3" 

6.40 

4.80 

3.60 

2.70 

2.52 

H0318 

3 A" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0314 

3 Ya" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0338 

3 A" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0312 

1A" 

6.40 

4.80 

4.48 

3.60 

2.70 

2.52 

H0358 

3 A" 

8.40 

6.30 

5.88 

3.60 

2.70 

2.52 

H0334 

3 A" 

9.60 

7.20 

6.72 

3.60 

2.70 

2.52 

H0378 

3 A" 

10.20 

7.65 

7.14 

3.60 

2.70 

2.52 

H0400 

4" 

10.80 

8.10 

7.56 

3.60 

2.70 

2.52 

H0418 

4 A" 

12.00 

9.00 

8.40 

3.60 

2.70 

2.52 

H0414 

4 At" 

15.60 

11.70 

10.92 

4.80 

3.60 

3.36 

H0438 

4 A" 

18.60 

13.95 

13.02 

4.80 

3.60 

3.36 

110412 

4 A" 

21.60 

16.20 

15.12 

4.80 

3.60 

3.36 

H0434 

4 A" 

24.00 

18.00 

16.80 

4.80 

3.60 

3.36 

II0500 

5" 

26.60 

19.95 

18.62 

6.40 

4.80 

4.48 

H0512 

5 A" 

31.80 

23.85 

22.26 

6.40 

4.80 

4.48 

110600 

6" 

37.20 

27.90 

26.04 


Hole Saws Sent Without Arbors Unless Otherwise Specified Packed One in a Box. 


ARBORS — With High Speed Pilot Drill 


For Chuck 

Size 

Fits Hole Saws 

List 

Price 

NET Consumers’ Price 
Quan. 1 to 9 

NET Consumers’ Price 
Ouan. 10 or more 

1/2" 

H0096 thru H0136 

$4.80 

$3.60 

$3.36 

1/2" 

9/16" thru 1-3/16" 

H0114 thru H0600 

7.60 

5.70 

5.32 

3/4" 

1-1/4" thru 6" 

HOI 14 thru H0600 

7.60 

5.70 

5.32 

1/4" 

1-1/4" thru 6" 

H0096 thru HOI36 

3.40 

2.55 

2.38 

9/16" thru 1-3/16" 

12" Extension for Al and A2 Arbors 

4.80 

3.60 

3.36 

1/2" 

HOI 14 thru HOI 12 

5.85 

4.39 

4.08 

1-1/4" thru 1-1/2" 

Extra High Speed 1/4" Pilot Drills 

1.80 

1.35 

1.26 

Morse 

Taper 

Packed One in a Box. 

MORSE TAPER ADAPTORS 

For Arbor Shanks 

List 

Price 

NET Consumers’ Price 
Quan. 1 to 9 

NET Consumers' Price 
Ouan. 10 or more 

2 

3 

3 

7/16" Hex . 

$5.00 

$3.75 

$3.50 

7/16" Hex . 

9.80 

7.35 

6.86 

5/8" Hex . 

10.00 

7.50 

7.00 


Packed One in a Box. 
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STARRETT REDSTRIPE® SM HIGH 
SPEED HAND and POWER 
HACKSAW BLADES 


STARRETT BLUESTRIPE® HIGH SPEED 
HAND and POWER HACKSAW 
BLADES 


—- Starreft mm ,p£ 








m Starrett 


HIGH SPtES 

BLUESTRIPE 

HflC KSAVfS 


Special Alloy High Speed Steel, Extra Tough and Long 
Wearing for Both Production Work and Run-of-the-Shop 
Cut-Off Jobs. 

Order By Catalog Numbers Below 

HAND SIZES 

SIZES CATALOG NUMBERS 


Length, Thickness 

14 Teeth 

18 Teeth 

24 Teeth 

32 Teeth 

Price 

Width 

per inch 

per inch 

per inch 

per inch 

per Blade 

10 "x. 025 x!/ 2 " 

.... 

RS1018 

RSI 024 

RS1032 

$0.68 

12 // x.025x 1 /2 ,/ 

RS1214 

RS1218 

RS1224 

RS1232 

.81 


HEAVY DUTY HAND AND LIGHT POWER SIZE 

Per Blade 

12"x.032x 5 /s" RS1214-3 RS1218-3 -- -• 1.20 


POWER SIZES 


SIZES 

Length. 

Thickness. 

3 Teeth 

CATALOG NUMBERS 

4 Teeth 6 Teeth 10 Teeth 

14 Teeth 

Price 

per 

Width 

per inch 

per inch 

per inch 

per inch 

per inch 

Blade 

12x.050x1 

— 

— 

— 

RS1210-5 

RS1214-5 

S 2.11 

14x.050x1 

— 

— 

— 

RSI 410-5 

RS1414-5 

2.45 

14x.062x1% 

— 

— 

RS1406-6 

RS1410-6 

— 

3.43 

14x.075x1 x / 2 

RS1403-7 

RS1404-7 

RSI 406-7 

— 

— 

4.59 

17x.050x1 

— 

— 

— 

RSI 710-5 

RSI 714-5 

2.98 

17x 062x1 1 4 

— 

RSI 704-6 

RSI 706-6 

RS1710-6 

— 

4.18 

18x.062x1% 

— 

— 

RSI 806-6 

RSI 810-6 

— 

4.40 

18x.075x1 x / 2 

RS1803-7 

RSI 804-7 

RSI 806-7 

— 

— 

5.91 

18x.088x1 % 

RS1803-8 

RSI 804-8 

RS1806-8 

— 

— 

7.60 

21 x.088x1 3 /4 

RS2103-8 

RS2104-8 

RS2106-8 

— 

— 

8.88 

24x.088x1 3 / 4 

RS2403-8 

RS2404-8 

RS2406-8 

— 

— 

10.14 

24x.100x2* 

RS2403-0 

RS2404-0 

— 

— 

— 

12.60 

30x.100x2V 2 * 

— 

RS3004-0 

— 

— 

— 

19.68 


* Furnished with 25/64" pinhole diameter only 


STARRETT GREENSTRIPE® 
SAFE-FLEX® HIGH SPEED HAND 
and WELDED EDGE POWER 
HACKSAW BLADES 


— Storrctt— 


Shatterproof, Unbreakable, Safest Blade You Can Buy For 
Heavy Feeds, Gang Sawing, Interrupted Cuts. 

Order By Catalog Numbers Below 


HAND SIZES 


SIZES 

Length. Thickness 

14 Teeth 

CATALOG NUMBERS 

18 Teeth 24 Teeth 32 Teeth 

Price 

Width 

per inch 

per inch 

per inch 

per inch 

per Blade 

10"x.025x1/2" 

.... 

SF1018 

SF1024 

SF1032 

$0.68 

12 // x.025x 1 /2 // 

SF1214 

SF1218 

SF1224 

SF1232 

.81 

SIZES 

Length. 

Thickness. 

POWER SIZES 

CATALOG NUMBERS 

3 Teeth 4 Teeth 6 Teeth 

10 Teeth 

Price 

per 

Widths 

per inch 

per inch 

per inch 

per inch 

Blade 

14x.062x1% 

— 

— 

SF1406-6 

SF1410-6 

S 3.76 

14x.075x1% 

SF1403-7 

SF1404-7 

SF1406-7 

— 

4.59 

17x.062x1% 

— 

SF1704-6 

SF1706-6 

SF1710-6 

4.22 

18x.062x1% 

— 

— 

SF1806-6 

SF1810-6 

4.40 

18x.075xiy 2 

SF1803-7 

SF1804-7 

SF1806-7 

— 

5.91 

18x.088x1% 

SF1803-8 

SF1804-8 

SF1806-8 

— 

7.60 

21 x.088x1% 

SF2103-8 

SF2104-8 

SF2106-8 

— 

8.88 

24x.088x1% 

SF2403-8 

SF2404-8 

SF2406-8 

— 

10.14 

24x. 100x2* 

SF2403-0 

SF2404-0 

— 

— 

12.60 

* Furnished with 25/64" 

pinhole diameter only 



Selected High Speed Steel, Specially Heat Treated for High 
Speed Production Sawing and Hard-to-Cut Metals. 

Order By Catalog Numbers Below 

HAND SIZES 


SIZES 



CATALOG NUMBERS 


Length. Thickness 14 Teeth 18 Teeth 24 Teeth 

32 Teeth 

Price 

Width 

per inch per inch per inch 

per inch per Blade 

10"x.025x1/2 

// 

BS1018 BS1024 

BS1032 

$0.72 

12 // x.025x 1 / 2 

" BS1214 BS1218 BS1224 

BS1232 

.85 

HEAVY 

DUTY 

HAND 

AND LIGHT POWER SIZE 







Per Blade 

12 // x.032x 5 / 8 

" BS1214-3 BS1218-3 

.... 

.... 

1.27 



POWER SIZES 



SIZES 







Length. 


CATALOG NUMBERS 


Price 

Thickness, 

3 Teeth 

4 Teeth 

6 Teeth 

10 Teeth 

14 Teeth 

per 

Width 

per inch 

per inch 

per inch 

per inch 

per inch 

Blade 

12x.050x1 

— 

— 

— 

BS1210-5 

BS1214-5 

S 2.48 

14x.050x1 

— 

— 

— 

BS1410-5 

BS1414-5 

2.88 

14x.062x1 % 

— 

— 

BS1406-6 

B S1410-6 

— 

4.05 

14x.075x1 V 2 

BS1403-7 

BS1404-7 

BS1406-7 

— 

— 

5.41 

17x.050x1 

— 

— 

— 

BS1 71 0-5 

BS1714-5 

3.51 

17x.062x1% 

— 

BS1704-6 

BS1706-6 

BS1710-6 

— 

4.91 

18x.062x1 % 

— 

— 

BS1806-6 

BS1810-6 

— 

5.20 

18x.075x1 y 2 

BS1803-7 

BS1804-7 

BS1806-7 

— 

— 

6.96 

10x.038x1% 

BS1803-8 

BS1804-8 

BS1806-8 

— 

— 

8.94 

21 x.038x1% 

BS2103-8 

BS2104-8 

BS2106-8 

— 

— 

10.44 

24x.088x1% 

BS2403-8 

B62404-8 

BS2406-8 

— 

— 

11.92 

24x.100x2* 

BS2403-0 

BS2404-0 

— 

— 

— 

14.88 

30x.100x2y 2 * 

— 

BS3004-0 

— 

— 

— 

23.16 


* Furnished with 25/64" pinhole diameter only 


STARRETT STANDARD FLEXIBLE 
BACK HAND HACKSAW BLADES 



Hard Edge—Flexible Back 
Good All-Around Blade for 
General Purpose Sawing 


SIZES 

Ler.gth. Thickness 
Width 


CATALOG NUMBERS 

14 Teeth 18 Teeth 24 Teeth 32 Teeth Price 

per inch per inch per inch per inch per Blade 


10" X .025 X y 2 " — F1018 F1024 F1032 $0,173 

12" x .025 x J4 " F1214 F1218 F1224 F1232 .213 


STARRETT STANDARD ALL-HARD 
HAND HACKSAW BLADES 


T m 

STARRETT 

L # 

HADE INU.S.A- 


Evenly Hardened For 
Strength Plus Rigidity— 
Recommended for All 
Bench Sawing Jobs 


SIZES 

Length, Thickness 
Width 


CATALOG NUMBERS 

14 Teeth 18 Teeth 24 Teeth 32 Teeth Price 
per inch per inch per inch per inch per Blade 


10" x .025 x Vi " — H1018 H1024 H1032 $0,173 

12" x .025 x l / 2 " II1214 H1218 H1224 H1232 .213 


STARRETT STANDARD SEMI-FLEX 
HAND HACKSAW BLADES 



Strong Yet Flexible—Best 
For Sawing in Cramped or 
Hard-to-Reach Places 


SIZES CATALOG NUMBERS 


Length. Thickness 

14 Teeth 

18 Teeth 

24 Teeth 

32 Teeth 

Price 


Width 

per inch 

per inch 

per inch 

per inch 

per Bladp 

10" 

x ,025 x Vz " 

— 

S1018 

S1024 

S1032 

$0,173 

12" 

x .025 x % " 

S1214 

S1218 

S1224 

S1232 

.213 
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